TENTATIVE AGENDA

STATE AIR POLLUTION CONTROL BOARD MEETING

WEDNESDAY, JULY 7, 2021

IN PERSON ONLY - THE WESTIN RICHMOND
6631 WEST BROAD STREET RICHMOND, VA 23230

PERSONS ATTENDING THE MEETING ARE ASKED TO ABIDE BY THE CENTER FOR

DISEASE CONTROL COVID-19 GUIDANCE FOR FACE MASKS
(bttps://'www.cdc.gov/coronavirus/201 9-ncov/prevent-getting-sick/about-face-

Any Updates To The Details/Final Arrangements
To Be Announced Through the Virginia Regulatory Town Hall

Convene — July 7, 2021 - 10:00 A.M.

coverings.html)

Agenda Item
Call to Order
Introductions
Review and Approve Agenda
Review and Approve Minutes (April 23, 2021)
Update on Agency Environmental Justice Activities
Introduction of Director of the Environmental Justice Office

Director/Division Director Report/Updates:
(i) COVID-19 response
(ii) upcoming regulatory actions
(iii) pending permit applications
Public Engagement Committee Report
High Priority Violations Report
At 1:00 p.m,

Mountain Valley Pipeline, LLC Lambert Compressor Station
Registration No.: 21652 - Stationary Source Permit to Construct and
Operate: Board Consideration and Public Comment per Board
Guidelines

¢ Board Memorandum

* Attachment A - Draft Permit (Clean Copy) Mo seduded o Meaw o\ p

¢ Attachment B - Draft Permit (Track Changes)
* Attachment C - Draft Permit Engineering Analysis
* Attachment D - Air Quality Analyses Review

¢ Attachment E - Public Participation Report including
List of Commenters and Representative Samples of
Public Comments :

* Attachment F - Summary of and Response to Public
Comments

Presenter
Hoagland
Board Members
Board Members
Board Members
Paylor
Paylor/Hoyos
Paylor/Dowd

Hoagland/Kapur
Nicholas

Jenkins
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Agenda Item Presenter Tab
Public Forum

Future Meetings (confirm September 17 and December 3) Board Members

Adjourn

NOTE: The Board reserves the right to revise this agenda without notice unless prohibited by law.
Revisions to the agenda include, but are not limited to, scheduling changes, additions or deletions.
Questions on the latest status of the agenda should be directed to Cindy M. Berndt at (804) 698-4378.

PUBLIC COMMENTS AT STATE AIR POLLUTION CONTROL BOARD MEETINGS: The Board
encourages public participation in the performance of its duties and responsibilities. To this end, the
Board has adopted public participation procedures for regulatory action and for case decisions. These
procedures establish the times for the public to provide appropriate comment to the Board for its
consideration.

For REGULATORY ACTIONS (adoption, amendment or repeal of regulations), public participation is
governed by the Administrative Process Act and the Board's Public Participation Guidelines. Public
comment is accepted during the Notice of Intended Regulatory Action phase (minimum 30-day comment
period) and during the Notice of Public Comment Period on Proposed Regulatory Action (minimum 60-
day comment period). Notice of these comment periods is announced in the Virginia Register, by posting
to the Department of Environmental Quality and Virginia Regulatory Town Hall web sites and by mail to
those on the Regulatory Development Mailing List. The comments received during the announced public
comment periods are summarized for the Board and considered by the Board when making a decision on
the regulatory action.

For CASE DECISIONS (issuance and amendment of permits), the Board adopts public participation
procedures in the individual regulations which establish the permit programs. As a general rule, public
comment is accepted on a draft permit for a period of 30 days. In some cases a public hearing is held at
the conclusion of the public comment period on a draft permit. In other cases there may an additional
comment period during which a public hearing is held.

In light of these established procedures, the Board accepts public comment on regulatory actions and case
decisions, as well as general comments, at Board meetings in accordance with the following:

REGULATORY ACTIONS: Comments on regulatory actions are allowed only when the staff initially
presents a regulatory action to the Board for final adoption. At that time, those persons who commented
during the public comment period on the proposal are allowed up to 3 minutes to respond to the summary
of the comments presented to the Board. Adoption of an emergency regulation is a final adoption for the
purposes of this policy. Persons are allowed up to 3 minutes to address the Board on the emergency
regulation under consideration.

CASE DECISIONS: Comments on pending case decisions at Board meetings are accepted only when the
staff initially presents the pending case decision to the Board for final action. At that time the Board will
allow up to 5 minutes for the applicant/owner to make his complete presentation on the pending decision,
unless the applicant/owner objects to specific conditions of the decision. In that case, the applicant/owner
will be allowed up to 15 minutes to make his complete presentation. The Board will then allow others
who commented at the public hearing or during the public comment period up to 3 minutes to respond to
the summary of the prior public comment period presented to the Board. No public comment is allowed
on case decisions when a FORMAL HEARING is being held.
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POOLING MINUTES: Those persons who commented during the public hearing or public comment
period and attend the Board meeting may pool their minutes to allow for a single presentation to the
Board that does not exceed the time limitation of 3 minutes times the number of persons pooling minutes,
or 15 minutes, whichever is less.

NEW INFORMATION will not be accepted at the meeting. The Board expects comments and
information on a regulatory action or pending case decision to be submitted during the established public
comment periods. However, the Board recognizes that in rare instances new information may become
available after the close of the public comment period. To provide for consideration of and ensure the
appropriate review of this new information, persons who commented during the prior public comment
period shall submit the new information to the Department of Environmental Quality (Department) staff
contact listed below at least 10 days prior to the Board meeting. The Board's decision will be based on the
Department-developed official file and discussions at the Board meeting. In the case of a regulatory
action, should the Board or Department decide that the new information was not reasonably available
during the prior public comment period, is significant to the Board's decision and should be included in
the official file, the Department may announce an additional public comment period in order for all
interested persons to have an opportunity to participate.

PUBLIC FORUM: The Board schedules a public forum at each regular meeting to provide an opportunity
for citizens to address the Board on matters other than those on the agenda, pending regulatory actions or
pending case decisions. Those persons wishing to address the Board during this time should indicate their
desire on the sign-in cards/sheet and limit their presentations to 3 minutes or less.

The Board reserves the right to alter the time limitations set forth in this policy without notice and to
ensure comments presented at the meeting conform to this policy.

Department of Environmental Quality Staff Contact: Cindy M. Berndt, Director, Regulatory Affairs,
Department of Environmental Quality, 1111 East Main Street, Suite 1400, P.O. Box 1105, Richmond,
Virginia 23218, phone (804) 698-4378; fax (804) 698-4178; e-mail: cindy.berndt@deq.virginia.cov.

Additional Meeting Information:

® The Board asks that attendees refrain from disrupting the meeting or from allowing it to proceed in an
orderly, efficient, and effective fashion.

¢ The Board asks that all attendees be respectful of all speakers.

e The Board will conduct the meeting not only to ensure the efficient and effective conduct of business,
but also to ensure that there is no interference with the business of the hotel, its employees and guests.

® Use of any device that may disrupt the conduct of business is prohibited, including but not limited to:
voice-amplification equipment; bullhormns; blow horns; sirens, or other noise-producing devices.

® Disruptive behavior may result in the Board’s recessing the meeting or removing an attendee.
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REPORT TO THE STATE AIR POLLUTION CONTROL BOARD
CONCERNING HIGH PRIORITY VIOLATIONS (HPVs)
FOR THE SECOND QUARTER 2021

NOVs Issued from January through March 2021

PRO | WestRock CP LLC — Discovery Date: 12/11/2020 NOV: Issued 1/20/2021
West Point
Alleged Violations:
West Point, Virginia
Exceeded opacity limit and annual
Registration No. 40126 fossil fuel capacity factor on recovery
furnace; failed to install and operate
CEMS for measuring SO2 and NOx
emissions in 2019 and 2020.
SWRO | Bristol Virginia Discovery Date: 2/1/2021 NOV: Issued 2/22/2021
Integrated Solid Waste
Facility Alleged Violations:
Bristol, Virginia Failed to conduct & record monthly
| VEO on landfill gas utility flare when
Registration No. 11184 operating, failed to document startup
and shutdown events associated with
landfill gas utility flare & submitted
of erroneous semi-annual SSM report
TRO | Hampton/NASA Steam | Discovery Date: 2/19/2021 NOV: Issued 3/16/2021
Plant
Alleged Violations:
Hampton, Virginia
Exceeded particulate matter
Registration No. 61019 (PM/PM10) and Hydrogen Chloride
(HCL) limits during performance test.
Consent Orders issued from January through March 2021
None to Report.
Consent Orders in Development — Previously Reported NOVs
BRRO | Dynax America Corp Discovery Dates: 3/31/2020 NOV: Issued 6/2/2020

USA
Roanoke, Virginia

Registration No. 21279

Alleged Violations:

Exceeded limit for total annual HCL
throughput and failed to report the
deviation.




BRRO | Lhoist North America — | Discovery Date: 4/23/2020 NOV: Issued 5/27/2020
Kimballton Plant
Alleged Violations:
Ripplemead. Virginia
Continuous Opacity Monitoring
Registration No. 20225 System not calibrated in accordance
with MACT AAAAA requirements.
BRRO | U.S. Army — Radford Discovery Date: 4/30/2020 NOV: Issued 5/13/2020
Army Ammunition Plant
Alleged Violations:
Radford, Virginia
Failed to conduct twelve weekly
Registration No. 20656 Method 22 visible emissions
observations and failed to report these
deviations in Semi-Annual
Monitoring Report.
NRO Buckeye Terminals LLC | Discovery Date: 9/1/2020 NOV: Issued 9/22/2020
— Fairfax Terminal
Alleged Violations:
Fairfax, Virginia
Exceeded VOCmg/liter loading loss
Registration No. 70220 limit during stack test; failure to
complete required stack test; late
submittal of stack test report and late
reporting of exceedance.
PRO | AMPAC Fine Chemicals | Discovery Date: 5/8/2019 NOV: Issued 8/12/2019
Virginia, LLC
Alleged Violations:
Petersburg, Virginia
Late submittal of Title V application,
Registration No. 50856 late submittal of notification of use of
methelyne chloride, improper leak
testing of chemical manufacturing
process unit, missing or incomplete
records and inspection plans.
PRO | INGENCO - Amelia Discovery Date: 5/10/2018 NOV: Issued 8/13/2018

Jetersville, Virginia

Registration No. 31047

Alleged Violations:

Failed to maintain records as required
by permit or regulation, exceeded
inlet charge air temperature.




PRO | INGENCO - Rockville Discovery Date: 2/12/2020 NOV: Issued 5/6/2020
Plant
Alleged Violations:
Rockville, Virginia
Failed to maintain records and failed
Registration No. 51201 to report deviations in Semi-Annual
Monitoring Reports.
PRO | Richmond Energy LLC | Discovery Date: 8/12/2019 NOV: Issued 10/31/2019
Henrico, Virginia Alleged Violation:
Registration No. 52198 Exceeded maximum sulfur content in
landfill gas analysis; exceeded short
term VOC and SO2 emissions limits
during stack test
VRO | Valley Proteins, Inc. - Discovery Date: 5/1/2020 NOV: Issued 6/15/2020

Linville
Linville, Virginia

Registration No. 80144

Alleged Violations:

Failed stack test —exceeded the
exemption emission rate for
formaldehyde emissions.







COMMONWEALTH OF VIRGINIA
STATE AIR POLLUTION CONTROL BOARD MEETING
July 16, 2021

SUBJECT: Minor New Source Review Permit for the Mountain Valley Pipeline - Lambert
Compressor Station, Registration No. 21652 - Public Participation Report and
Request for Board Action

SPEAKER: Michael G. Dowd
Director, Air and Renewable Energy Division
Department of Environmental Quality

Paul R. Jenkins
Manager, Air Permitting — Blue Ridge Regional Office
Department of Environmental Quality

INTRODUCTION

The Lambert Compressor Station (LCS) is a natural gas compressor station proposed for location
in Pittsylvania County east of Chatham, Virginia. As part of the Mountain Valley Pipeline’s
Southgate Project, LCS will be located along the natural gas pipeline to enable the gas to continue
traveling along the pipeline to potential recipients in Virginia, south of LCS and in southeastern
United States, including a local distribution company in North Carolina.

On November 8, 2018, the owner, Mountain Valley Pipeline, LLC, (MVP) submitted an
application to construct and operate a natural gas compressor station, with auxiliary equipment
that would provide the facility with its own source of electricity. As part of the application, new
sources are required to submit a Local Governing Body Certification Form to the county’s zoning
official for approval. LCS is exempt according to Pittsylvania County zoning ordinance PCC §35-
50. The application was deemed complete on September 16, 2020.

Staff analysis has shown that LCS has met the requirements of the minor New Source Review
(NSR) permitting regulations at 9VACS5 Chapter 80, Part II, Article 6, and that the proposed
facility, operating in accordance with the conditions of the proposed permit (Attachment A), will
be in compliance with all applicable ambient air quality standards.

PERMIT APPLICATION REVIEW
MVP is proposing to construct and operate the following natural gas-fired combustion turbines:

e A Solar Mars 100 combustion turbine (CT-01)
¢ A Solar Taurus 70 combustion turbine (CT-02)

Along with the combustion turbines, five natural gas-fired microturbines (MT-01 to MT-05) will
be used for site electricity. A natural gas-fired preheater (HT-01) for heating the natural gas prior
to combustion.

Two storage tanks will be used at the facility (TK-01 and TK-02) to contain fluids collected from
the station's separators, filters and floor drains, prior to offsite disposal. Two, vertical pressurized
tanks (M-100 and T-70), for storing aqueous ammonia used for each turbine’s Selective Catalytic
Reduction (SCR) control system.

The pollutants subject to Article 6 permitting from the emissions units are particulate matter
having an aerodynamic diameter equal to or less than 2.5 microns (PM2.5) and formaldehyde.
DEQ requested that MVP incorporate additional controls/operational practices for NOx, CO, VOC



and hexane emissions. MVP concurred resulting in the following additional controls: NOx
emissions will be controlled using dry low-NOx combustion and selective catalytic reduction
(SCR) technology, carbon monoxide (CO), volatile organic compounds (VOC) will be controlled
by oxidation catalyst (OxCat) technology. Emissions of VOC and hexane from venting of natural
gas will be controlled by capped emergency shutdown system testing, leak detection surveys, and
vent gas reduction system for the shutdown and startup venting of the combustion turbines (CT-
01, CT-02). The total emissions from the proposed project are shown in Table 1.

Table 1. Total emissions from proposed LCS facility:

Emission Rate
Pollutant (ton/yr)
PM2.5 10.4
CO 17.3
INOx 12.4
VOC 3.3
SO2 5.4
Formaldehyde 0.822

Note: Other toxic pollutants were exempt from regulation and are therefore not included in Table 1
DEPARTMENT ANALYSIS

Criteria Pollutants

Applicability of Article 6 review is evaluated on a pollutant-specific basis. A new stationary
source that has an uncontrolled emission rate (UER) of a pollutant over the exemption thresholds
in 9VAC5-80-1105C, is subject to review for that pollutant. The pollutant exceeding the
respective exemption level for the proposed LCS is PM2.5.

Toxic Pollutants

A stationary source with the potential to emit a Virginia air toxic greater than the respective toxic
pollutant exemption levels in 9VACS5-60-300 is subject to review for that pollutant. The pollutant
exceeding the associated exemption rates for the proposed LCS is formaldehyde. Since the
controlled emissions for formaldehyde also exceed the respective toxic pollutant exemption level
the source is required to conduct air quality analysis.

BACT

Pollutants subject to review from a proposed facility must undergo a BACT analysis. For the
proposed LCS, the pollutants subject to BACT are PM2.5 and formaldehyde. A summary of the
BACT analysis is presented in Table 2.

Table 2 — BACT for normal operation

Pollutant BACT Control Compliance
Turbine (CT- . Stack test, visible
01) - PM2.5 1.36 1b/hr (3-hr average) Inlet air filters ermission Jimit
Turbine (CT- . Stack test, visible
02) - PM2.5 0.93 Ib/hr (3-hr average) Inlet air filters crmission limit




Pollutant BACT Control Compliance
Microturbine - Good combustion [Stack test, visible
PM2.5 0.02 ok (i) practices emission limit
Turbine (CT- Stack test, operational
01) - 0.40 Ib/hr Oxidation catalyst [monitoring (e.g., catalyst
Formaldehyde temperature)
Turbine (CT- Stack test, operational
02) - 0.27 Ib/hr Oxidation catalyst [monitoring (e.g., catalyst
Formaldehyde temperature)
Microturbines Good combustion ([Stack test, visible
. 0.0 e ractices emission limit
Formaldehyde p

State Toxic Pollutants/Hazardous Air Pollutants (HAPs)

None of the affected emissions units at the proposed LCS are in a source category subject to a
standard promulgated pursuant to 40 CFR 63 since the proposed facility is not a major source for
hazardous air pollutants.

The proposed LCS will emit a toxic air pollutant, formaldehyde, at levels which exceed the
respective exemption thresholds (hourly and annual) in 9VAC5-60-300. Other air toxics or
hazardous air pollutants are emitted from the proposed LCS, but the potential to emit of each of
these pollutants does not exceed the individual hourly and annual toxic pollutant exemption levels.
Therefore, per 9VAC5-60-300, the emissions are not subject to permitting requirements.

Formaldehyde emission limitations and associated requirements are included in the draft permit as
state only enforceable (SOE) in order to implement the requirements of 9VACS5-60-300 et. seq.

Testing
The permit requires initial stack testing for NOx, CO, PM10, PM2.5, VOC, opacity, and

formaldehyde for each turbine. Periodic stack testing shall be performed no later than 26 months
after the previous test. An initial test to determine proper operation of the vent gas reduction
system is also required and must be repeated annually.

The permit allows the permittee to use the fuel quality characteristics in a current, valid purchase
contract, tariff sheet, or transportation contract for the fuel to verify that the sulfur content of the
natural gas is 1.1 grains or less of total sulfur per 100 standard cubic feet. Alternatively, the permit
allows LCS to determine the sulfur content of the natural gas by annual testing.

Monitoring
For proper operation of the SCR system, the permit requires monitoring of the compressor turbine

inlet air temperature, ammonia injection rate, catalyst bed inlet gas temperature, pilot operating
point, turbine load, and catalyst bed differential pressure. For the oxidation catalyst system, the
permit requires monitoring of catalyst bed inlet temperature and catalyst bed differential pressure.
LCS must develop a monitoring plan for the turbine and microturbine monitoring parameters. For



the vent gas reduction system, LCS must monitor and record the seal gas pressure and compressor
turbine case pressure for each compressor turbine. Records of the daily audio/visual/olfactory
(AVO) and quarterly leak detection and repair (LDAR) surveys are also required, as well as
corrective actions taken.

Recordkeeping
The permit requires LCS to keep records of all equipment and control device parametric

monitoring results; results of fugitive leak inspections; the number of, type of, and emissions from
venting events; calculations of monthly emissions from the facility; and duration of startup and
shutdown for each turbine. LCS is further required by the permit to keep records of all testing
results.

Reporting

LCS must provide semi-annual reports to DEQ of their compliance status, including whether or
not excess emissions have occurred. LCS is required by the permit to notify DEQ of
commencement of construction, facility start-up, and to provide 30-day prior notice for each
performance test conducted, and the results of performance tests.

Air Quality Analyses

An air quality analysis via dispersion modeling was conducted to demonstrate compliance with the
National Ambient Air Quality Standards (NAAQS) for the criteria pollutant subject to the permit
requirements of Article 6 (PM2.5). Other criteria pollutants (NOx, CO, VOC, and PM10) were
also included in the modeling analysis. For the impact of the project on VOC concentrations, a
quantitative analysis was performed in accordance with current EPA guidance. Modeling was
completed by MVP and submitted to the Office of Air Quality Assessments for analysis.

An air quality analysis via dispersion modeling was conducted to demonstrate compliance with the
significant ambient air concentration (SAAC) for any Virginia air toxic that has the potential to be
emitted over the Article 6 regulatory threshold (formaldehyde). Hourly hexane emissions were
also evaluated. Modeling was completed by MVP and submitted to the Office of Air Quality
Assessments for analysis. The modeling analysis was approved on July 9, 2020 and demonstrated
compliance with the applicable NAAQS and SAAC requirements.



PUBLIC PARTICIPATION ACTIVITIES
Regulatory Requirements:

9VACS5-80-1170D states that prior to a decision of the board, minor NSR permit applications that have
the potential for public interest concerning air quality, as determined by the board, shall be subject to a
public comment period of at least 30 days. At the end of the public comment period, a public hearing
shall be held according to 9VACS5-80-1170E.

§10.1-1307.01 B of the Air Pollution Control Board law requires the following, before granting a
permit for a new fossil fuel fired compressor station facility used to transport natural gas if the Board
finds that there is a locality particularly affected by such a permit:

the applicant must publish a notice in at least one local paper of general circulation in any
locality particularly affected at least 60 days prior the close of the public comment period.
DEQ shall post such notice on the Department website and on a Department social media
account.

the applicant must mail the notice to the chief elected official of, chief administrative officer
of, and planning district commission for Pittsylvania County; every public library and
public school located within five miles of the Station; and the owner of each parcel of real
property that is depicted as adjacent to the facility on the current real estate tax assessment
maps of the locality.

Written comments shall be accepted by the Board for at least 30 days after any hearing on such
variance or permit.

The following, non-regulatory required additional public participation steps were taken:

A virtual informational briefing was held. The briefing included a summary of the proposed
permit for the LCS facility and provided the public an opportunity to ask questions which were
addressed by DEQ. Notice of the informational briefing was provided 22 days prior to the
briefing.

The public comment period was extended 30 additional days for a total of 91 days.

In addition to publishing the public notice in the local newspaper, DEQ website and social
media account, the following was conducted:

o The public notice was sent via regular mail and email to individuals and organizations
that have signed up to receive public notices for other types of air permits (Title V and
PSD) and to Native American tribes.

o DEQ attended a virtual meeting of the Pittsylvania County NAACP where we provided
an overview of the proposed permit and answered questions.

o The public notice was sent via regular mail and email to local stakeholders identified
from publicly available data including: places of worship, child care centers,
colleges/universities, courthouses, nursing homes, libraries, bookmobile and schools.

o Announcements were posted on social media (Twitter, Facebook, Nextdoor, and
Constant Contact.

o A radio public service announcement was issued.

o Reminders of the public comment period, briefing, hearing and the extension of the
public comment period were sent using postal mail, email and social media.

o Draft permit, engineering analysis and a fact sheet was sent to public local libraries

The Public Notice for the proposed LCS facility appeared in the Chatham Star-Tribune on
December 16, 2020, announcing an informational briefing on January 7, 2021; a comment period
from January 8, 2021 to March 10, 2021 (61 days); and a public hearing on February 8, 2021.



Near the end of the comment period, DEQ Director extended the comment period to April 9, 2021
and determined the draft permit would be considered by the State Air Pollution Control Board
directly. A Public Notice announcing the extended comment period was published in the Chatham
Star-Tribune newspaper and sent to same extended contact lists mentioned above.

Applicant Public Notice

In accordance with §10.1-1307.01 B of the Virginia Air Pollution Control Law, MVP published a
notice in the Chatham Star-Tribune on January 6, 2021. Copies of the notice were also sent to:
the chief elected official of, chief administrative officer of, and planning district commission for
Pittsylvania County; every public library and public school located within five miles of the
Station; and the owner of each parcel of real property that is depicted as adjacent to the facility on
the current real estate tax assessment maps of the locality.

Public Hearing

The public hearing had 168 attendees (49 spoke), 26 of which were DEQ employees or applicant
representatives. Forty-nine members of the public provided oral comment on the proposed LCS.
A total of sixteen commenters supported the facility construction, DEQ’s analysis of the
application, and development of the draft permit and twenty-four provided comments opposing the
proposed facility construction and DEQ’s draft permit.

Public Comment Period

The public comment period for the draft permit occurred January 8, 2021 to April 9, 2021. A total
of 300 comments were received during that time. Comments concerning the proposed LCS were
received from various organizations that opposed or supported construction of the facility. Special
interests groups such as: Sierra Club, Blue Ridge Environmental Defense League, NAACP
(County and State), Alliance to Protect People and Places We Live (APPPL), Chesapeake Climate
Action, Appalachian Voices, Protect Our Water Heritage Rights (POWHR), and Dan River Basin
Association opposed the approval of the LCS draft permit. Conversely, organizations such as
Virginia Chamber of Commerce, Pittsylvania Board of Supervisors, Danville Pittsylvania
Regional Industrial Authority, Virginia Foundation for Research & Economic Education, Chatham
Fire Department, and Danville Community College Workforce Services were in favor of passing
the station’s draft permit. Several emails were received more than once from the same individual.
These emails either repeated or rephrased the original comment with new content or were a note of
personal expression. Some comments did not comply with the guidelines listed in 9VACS-80-
1170 F, while other comments were not affiliated with issues related to this subject matter. The
remaining comments received were from citizens throughout the state of Virginia, North Carolina,
Maryland, Florida, Oklahoma, Colorado and California. A total of 278 comments requested State
Air Pollution Control Board review.

Copies of DEQ’s Public Participation Report (Attachment E), Summary of and Response to
Comments (Attachment F) are attached.



Changes to the Draft Permit

One change to the draft permit was made. Initial performance testing inadvertently omitted NOx
from the list of pollutants. This was an unplanned omission and was corrected. The engineering
analysis has been updated to reflect the public comment period dates, clarify emission factors, and

to correct typographical errors.

SUPPORTING DOCUMENTATION

Immediately following this agenda memo are the following documents:

Draft Permit (clean copy)

Draft Permit (with track changes)

Draft Permit Engineering Analysis

Air Quality Analyses Review

Public Participation Report (including representative sample of comments received)
Summary of and Response to Public Comments

MmUY owe

RECOMMENDATION
The Board approve the proposed permit with the changes to the engineering analysis.






ATTACHMENT B - DRAFT PERMIT (WITH TRACK CHANGES)






Commonwealth of Virginia

VIRGINIA DEPARTMENT OF ENVIRONMENTAL QUALITY

BLUE RIDGE REGIONAL OFFICE
901 Russell Drive, Salem, Virginia 24153
(540) 562-6700 FAX (804) 698-4178
www.deq.virginia.gov

Matthew J. Strickler David K. Paylor
Secretary of Natural Resources Director
(804) 698-4000

Robert J. Weld
Regional Director

*%12/16/2020 DRAFT (revised)**
STATIONARY SOURCE PERMIT TO CONSTRUCT AND OPERATE
This permit includes designated equipment subject to
New Source Performance Standards (NSPS).

In compliance with the Federal Clean Air Act and the Commonwealth of Virginia
Regulations for the Control and Abatement of Air Pollution,

Mountain Valley Pipeline, LLC
2200 Energy Drive
Canonsburg, PA 153172
Registration No.: 21652

is authorized to construct and operate

a natural gas compressor station (Lambert Compressor Station)

located at
987 Transco Road in Chatham, Virginia 24531

in accordance with the Conditions of this permit.

Approved on DRAFT.

Robert J. Weld
Regional Director

Permit consists of 2323 pages.
Permit Conditions 1 to 58.
Attachment - Source Testing Report Format, 1 page



Mountain Valley Pipeline, LLC
Registration Number: 21652
FINAL DRAFT (revised)

Page 2 of 23

INTRODUCTION

This permit approval is based on the permit applications dated November 5, 2018, including
supplemental information dated December 12, 2018, April 24, 2019, June 2, 2020, and August
12, 2020 and September 2, 2020. Any changes in the permit application specifications or any
existing facilities which alter the impact of the facility on air quality may require a permit.
Failure to obtain such a permit prior to construction may result in enforcement action. In
addition, this facility may be subject to additional applicable requirements not listed in this
permit.

Words or terms used in this permit shall have meanings as provided in 9VACS5-10-20 of the State
Air Pollution Control Board Regulations for the Control and Abatement of Air Pollution. The
regulatory reference or authority for each condition is listed in parentheses () after each
condition.

Annual requirements to fulfill legal obligations to maintain current stationary source emissions
data will necessitate a prompt response by the permittee to requests by the DEQ or the Board for
information to include, as appropriate: process and production data; changes in control
equipment; and operating schedules. Such requests for information from the DEQ will either be
in writing or by personal contact.

The availability of information submitted to the DEQ or the Board will be governed by
applicable provisions of the Freedom of Information Act, §§ 2.2-3700 through 2.2-3714 of the
Code of Virginia, § 10.1-1314 (addressing information provided to the Board) of the Code of
Virginia, and 9VAC5-170-60 of the State Air Pollution Control Board Regulations. Information
provided to federal officials is subject to appropriate federal law and regulations governing
confidentiality of such information.

Equipment List — Equipment at this facility covered by this permit consists of:

Equipment included in the project:

Reference No. Equipment Description Rated Delegated Federal
Capacity Requirements

CT-01 Solar Mars Combustion Turbine Model 100 16,610 hp* | 40 CFR 60, Subpart KKKK
CT-02 Solar Taurus Combustion Turbine Model 70 11,146 hp* | 40 CFR 60, Subpart KKKK
MT-01 Capstone Microturbine Model C200 200 kW - '
MT-02 Capstone Microturbine Model C200 200 kW -

MT-03 Capstone Microturbine Model C200 : 200 kW ---

MT-04 Capstone Microturbine Model C200 200 kW -

MT-05 Capstone Microturbine Model C200 200 kW -

FUG Fugitive natural gas leaks from fogitive emission . .

components

*Based on ambient temperature of 0°F and 100% operating load.

Specifications included in the above table are for informational purposes only and do not form
enforceable terms or conditions of the permit.




Mountain Valley Pipeline, LLC
Registration Number: 21652

FINAL DRAFT (revised)
Page 3 of 23
PROCESS REQUIREMENTS
1. Emission Controls — Nitrogen oxides (NOx) emissions from the combustion turbines (CT-

01, CT-02) shall be controlled by dry low NOx (SoLoNOx™) combustion control
technology and a selective catalytic reduction (SCR) system. The SCR system shall be
designed to reduce NOx emissions to an outlet concentration of 2.70 ppmvd as a 3-hour
average when the compressor turbine’s inlet air temperature is 0°F or greater. The
SoLoNOx™ technology shall be in operation at all times the respective combustion turbine
is operating except during start-up and shutdown, as defined in Condition 4.

a. When a combustion turbine’s inlet air temperature is less than 0°F, the SoLoNO™
technology must be operated to maximum extent possible, following the
manufacturer's written protocol or best engineering practices for minimizing
emissions. No combustion turbine shall operate below 50% load except during startup
and shutdown.

b. Each combustion turbine shall be equipped with Pilot Active Control Logic (PACL) to

minimize emissions when inlet air temperature is less than 0°F and the PACL shall be
in operation when the respective combustion turbine is operating.

c. Bach SCR system shall be in operation at all times the respective combustion turbine
is operating, except during start-up and shutdown where operation shall be as
described in Condition 4.e.

(9VAC5-80-1180)

Emission Controls — Carbon Monoxide (CO) and Volatile Organic Compound (VOC)
emissions from the combustion turbines (CT-01, CT-02) shall be controlled by an oxidation

catalyst system. Each oxidation catalyst system shall be provided with adequate access for

inspection and shall be in operation at all times the respective combustion turbine is
operating, except as outlined in Condition 4.
(9VAC5-80-1180)

Emission Controls — Particulate emissions (PM, PMjo, PM25) from the combustion
turbines (CT-01, CT-02) and microturbines (MT-01 — MT-05) shall be controlled by inlet
air filters. Each filter shall be provided with adequate access for inspection and shall be in
operation at all times the respective combustion turbine is operating.

(9VAC5-50-260' and 9VAC5-80-1180)

Emission Controls — The permittee shall operate and maintain each combustion turbine
(CT-01, CT-02), all air pollution control equipment, and all monitoring equipment in a
manner consistent with good air pollution control practices for minimizing emissions at all
times, including during start-up, shutdown, and malfunction.

19VAC5-50-260 (BACT) applies to PMys.
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For the pu;rpbse of this permit, start-up is defined as the period beginning with the first
fuel fed to the combustion turbine and ending when the combustion turbine reaches
50% load.

For the purpose of this permit, shutdown is defined as the period beginning when the
combustion turbine drops below 50% load for the purpose of ceasing operation and
ends when fuel feeding stops.

For the purpose of this permit, an oxidation catalyst system shall be considered in
operation when the catalyst bed inlet gas temperature is above 600°F or the minimum
combustion chamber temperature derived from the most recent performance test that
demonstrates compliance with this permit.

The oxidation catalyst system shall be in operation during the shutdown of the
respective combustion turbine.

During start-up and shutdown, each combustion turbine SCR system (including
ammonia injection) and oxidation catalyst system shall be operated in a manner to
minimize emissions following the manufacturer's written protocol or best engineering
practices for minimizing emissions. Written documentation shall be maintained
explaining the sufficiency of the practices. If such practices are used in lieu of the
manufacturer's protocol, the documentation shall justify why the practices are at least
equivalent to manufacturer's protocols with respect to minimizing emissions.

Annual time in start-up of each combustion turbine shall not exceed 17.32 hours per
year. Annual hours of start-up shall be calculated as the sum of each consecutive 12-
month period. Compliance for the consecutive 12-month period shall be demonstrated
monthly by adding the total for the most recently completed calendar month to the
individual monthly totals for the preceding 11 months.

Annual time in shutdown of each combustion turbine shall not exceed 17.32 hours per
year. Annual hours of shutdown shall be calculated as the sum of each consecutive
12-month period. Compliance for the consecutive 12-month period shall be
demonstrated monthly by adding the total for the most recently completed calendar
month to the individual monthly totals for the preceding 11 months.

Each combustion turbine shall operate in “SoLoNOx mode” at all times except for
start-up, shutdown, and when a combustion turbine’s inlet air temperature is less than
0°F. Operation not in “SoLLoNOx mode” shall not exceed an annual total of 24.0 hours
per combustion turbine, calculated as the sum of each consecutive 12-month period.
Compliance for the consecutive 12-month period shall be demonstrated monthly by
adding the total for the most recently completed calendar month to the individual
monthly totals for the preceding 11 months.

(9VAC5-50-260 and 9VAC5-80-1180)
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Emission Controls — Nitrogen oxides (NOyx) emissions from the microturbines (MT-01 —
MT-05) shall be controlled by dry low NOx (DLN) combustion control technology. The
DLN technology shall be in operation at all times the respective microturbine is operating.
(9VAC5-80-1180)

Emission Controls — The permittee shall implement the following work practices to reduce
emissions from venting of natural gas from the facility.

a. Emissions from each emergency shutdown (ESD) test shall be controlled by
installation of a block valve directly following each ESD blowdown valve. The block
valve shall be closed prior to initiating any ESD test and shall be opened only after the
ESD blowdown valve has closed.

b.  Except as provided in Condition 6.f, the permittee shall control emissions from the
shutdown of each combustion turbine by maintaining pressurized hold for the
combustion turbine. Pressurized hold shall be achieved by maintaining sufficient
differential pressure between the seal gas and combustion turbine case such that the
dry seal maintains integrity for the entire duration of the shutdown. Sufficient
differential pressure shall be determined for each combustion turbine during the tests
required in Condition 34.

c.  Piglaunching and recovery shall be limited to two events each per 12-month period.
Emissions from these events shall be limited to the gas contained in the pig launching
or recovery chambers. The permittee shall have available written operating
procedures to minimize emissions from pig launching and recovery. Compliance for
the consecutive 12-month period shall be demonstrated monthly by adding the total
for the most recently completed calendar month to the individual monthly totals for
the preceding 11 months.

d. The permittee shall install a vent gas reduction system (VGRS) to ensure the sufficient
differential pressure required in Condition 6.b is maintained. The VGRS shall be
provided with adequate access for inspection and shall be in operation as necessary to
ensure sufficient differential pressure between the seal gas and combustion turbine
case such that the dry seal is maintained for the respective combustion turbine in
compliance with Condition 6.f.

e. The permittee shall continuously monitor and record the seal gas pressure and
combustion turbine case pressure for each combustion turbine during pressurized

holds.

f  For each combustion turbine, the permittee shall vent gas no more than twelve (12)
times per year, calculated monthly as the sum of each consecutive 12-month period.
A combustion turbine may not vent gas unless the combustion turbine case pressure is
less than or equal to 44.7 psia (30 psig). The permittee shall ensure isolation valves
are closed and record the combustion turbine case pressure at the beginning of each
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combustion turbine shutdown venting event. The permittee shall minimize the amount
of time for each combustion turbine start-up purge.

(9VAC5-80-1180)

Emission Controls — The permittee shall implement the following work practices to reduce
emissions from leaks of natural gas from the facility.

a.  The permittee shall develop, maintain, and implement a fugitive emission component
monitoring and repair plan. In developing this plan, the definition of “fugitive
emissions component” shall be the same as contained in 40 CFR 60.5430a. This plan
shall consist of a daily auditory/visual/olfactory (AVO) inspection program for all
fugitive emissions components. Daily AVO should be conducted at least five days per
week. The plan shall also consist of a quarterly leak detection survey. A leaking
fugitive emissions component for the purpose of the quarterly survey shall be an
instrument reading of 500 ppm or more using Method 21 or an optical gas imaging
camera. The instrument utilized must be maintained, calibrated, and operated in
accordance with Method 21 and the manufacturer’s specifications. The initial survey
shall be conducted no later than 60 days after the facility start-up with subsequent
surveys conducted no less frequently than every calendar quarter. Consecutive
surveys shall be no less than 60 days apart.

b.  The first attempt to repair any fugitive emissions component found to be leaking
during an AVO inspection or a quarterly survey shall be made as soon as practicable
but no later than 3 days after discovery. The leaking fugitive emissions component
shall be repaired within 15 days of discovery. The permittee shall maintain a list of
difficult to repair fugitive emissions components, which when leaking, the repair
requires facility shutdown or cannot otherwise be completed within 15 days of
discovery; documentation justifying the inclusion of a fugitive emissions component
on the list shall be included. If a leak is found that will emit more natural gas than the
required shutdown, the shutdown shall occur and the leak be repaired. If a leak is
found that will emit less natural gas than a facility shutdown, repair may be delayed
until the next facility shutdown unless the emissions from the total delayed repairs
would exceed the emissions of the required shutdown. Records of the daily AVO
inspection results, repair attempts, and the list of long-term leaking fugitive emissions
components and reason for each delay shall be maintained on site.

¢.  The monitoring plan shall be submitted to the Blue Ridge Regional Office for review
and approval no later than 60 days prior to start-up of the facility.

d. The fugitive emissions components on the VGRS shall be part of the daily AVO and
quarterly leak detection survey.

e. A summary of the results of the daily AVO and quarterly LDAR surveys shall be
submitted with the reports required in Condition 41 detailing leaks detected, any
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corrective actions taken to address and minimize the leaks, and the dates of leak
discovery and leak repair.

(9VACS5-80-1180)

Monitoring Devices — Each microturbine (MT-01 - MT-05) shall be equipped with devices
to continuously measure and record combustion turbine inlet air temperature and
combustion turbine load. Each monitoring device shall be installed, maintained, calibrated
and operated in accordance with approved procedures that shall include, as a minimum, the
manufacturer’s written requirements or recommendations. Each monitoring device shall be
provided with adequate access for inspection and shall be in operation when the combustion
turbine is operating.

(9VAC5-50-20 C and 9VAC5-80-1180)

Monitoring Devices — Each combustion turbine (CT-01, CT-02) shall be equipped with
devices to continuously measure and record combustion turbine inlet air temperature,
combustion turbine load, and “SoLoNOx” mode. Each monitoring device shall be
installed, maintained, calibrated and operated in accordance with approved procedures that
shall include, as a minimum, the manufacturer’s written requirements or recommendations.
Each monitoring device shall be provided with adequate access for inspection and shall be
in operation when the combustion turbine is operating.

(9VAC5-50-20 C and 9VACS5-80-1180)

Monitoring Devices — Each SCR system shall be equipped with devices to continuously
measure and record ammonia injection rate, catalyst bed differential pressure, and catalyst
bed inlet gas temperature. Each monitoring device shall be installed, maintained, calibrated
and operated in accordance with approved procedures that shall include, as a minimum, the
manufacturer’s written requirements or recommendations. Each monitoring device shall be
provided with adequate access for inspection and shall be in operation when the SCR
system is operating.

(9VAC5-50-20 C and 9VAC5-80-1180)

Monitoring Devices — Each combustion turbine shall be equipped with devices to
continuously measure and record the seal gas supply pressure, the seal gas differential
pressure, and the combustion turbine case pressure. Each monitoring device shall be
installed, maintained, calibrated and operated in accordance with approved procedures that
shall include, as a minimum, the manufacturer’s written requirements or recommendations.
Each monitoring device shall be provided with adequate access for inspection and shall be

in operation at all times.
(9VAC5-50-20 C and 9VACS5-80-1180)

Monitoring Devices — Each oxidation catalyst system shall be equipped with a device to
continuously measure and record the gas temperature at the catalyst bed inlet and the
catalyst bed differential pressure. Each monitoring device shall be installed, maintained,
calibrated and operated in accordance with approved procedures that shall include, at a
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minimum, the manufacturer’s written requirements or recommendations. Each monitoring
device shall be provided with adequate access for inspection and shall be in operation when
the oxidation catalyst system is operating.

(9VACS5-50-20 C and 9VAC5-80-1180)

Monitoring Plan — The permittee shall develop and operate in accordance with an
approved monitoring plan for the monitoring devices identified in Conditions 8, 9, 10, 11,
12, and 16. The plan shall include ranges for each parameter. The range values shall be
established during the initial performance tests required in Condition 30 and revalidated
during the subsequent performance tests required in Condition 32. Ranges shall be 3-hour
rolling averages. The monitoring plan shall be submitted to the Blue Ridge Regional Office
with the test results as required in Condition 30.

(9VAC5-50-20 C and 9VAC5-80-1180)

OPERATING LIMITATIONS

14.

15.

16.

17.

Fuel — The approved fuel for the combustion turbines (CT-01, CT-02) and microturbines
(MT-01 — MT-05) is pipeline natural gas. A change in the fuel shall be considered a change
in the method of operation of the combustion turbines and microturbines and may require a
new or amended permit. However, if a change in the fuel is not subject to new source
review permitting requirements, this condition should not be construed to prohibit such a
change.

(9VAC5-50-260 and 9VACS5-80-1180)

Fuel Specification — The pipeline natural gas shall not exceed a sulfur content of 1.1 grains
of sulfur per 100 standard cubic feet.
(9VAC5-80-1180)

Fuel Monitoring — The permittee shall use the fuel quality characteristics in a current,
valid purchase contract, tariff sheet, or transportation contract for the fuel, specifying that
the maximum total sulfur content for the natural gas being fired at the natural gas
compressor station facility is 1.1 grains of sulfur or less per 100 standard cubic feet. In the
alternative, the permittee may perform annual fuel analysis of on-site natural gas. The
details of the tests are to be arranged with the Blue Ridge Regional Office. The permittee
shall submit a test protocol at least 30 days prior to testing. One copy of the test results
shall be submitted to the Blue Ridge Regional Office no later than 60 days after test
completion and shall conform to the test report format enclosed with this permit.
(9VACS5-50-410 and 9VAC5-80-1180)

Requirements by Reference — Except where this permit is more restrictive than the
applicable requirement, the combustion turbines (CT-01, CT-02) as described in the
Introduction shall be operated in compliance with the requirements of 40 CFR 60, Subpart
KKKK.

(9VAC5-50-400, 9VAC5-50-410, and 9VACS5-80-1180)
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18. Emission Limits — Hourly emissions from the operation of EACH microturbine (MT-01

19.

20.

thru MT-05) shall not exceed the limits specified below:

Nitrogen Oxides (as NO>) 0.08 Ib/hr
Carbon Monoxide 0.22 Ib/hr
Volatile Organic Compounds 0.02 1b/hr
PMzs 0.02 Ib/hr

These emissions are derived from the estimated overall emission contribution from
operating limits. Exceedance of the operating limits may be considered credible evidence
of the exceedance of emission limits. Compliance with these emission limits may be
determined as stated in Conditions 3, 5, 14, 31, and 40.

(9VACS5-50-260% and 9VAC5-80-1180)

Emission Limits — Annual emissions from the COMBINED operation of the microturbines
(MT-01 — MT-05) shall not exceed the limits specified below:
Nitrogen Oxides (as NO2) 1.81 ton/yr

Carbon Monoxide 4.79 ton/yr

These emissions are derived from the estimated overall emission contribution from
operating limits. Annual emissions shall be calculated monthly as the sum of each
consecutive 12-month period. Exceedance of the operating limits may be considered
credible evidence of the exceedance of emission limits. Compliance with these emission
limits may be determined as stated in Conditions 3, 5, 14 and 40.

(9VAC5-80-1180)

Emission Limits — Emissions from the operation of the Solar Mars 100 combustion turbine
(CT-01) shall not exceed the limits specified below:

Nitrogen Oxides (as NO) 2.70 ppmv @15% O2* 1.33 Ib/hr*  6.09 ton/yr
Carbon Monoxide 2.00 ppmv @15% O>* 0.60 Ib/hr*  6.30 ton/yr
Volatile Organic Compounds  0.50 ppmv @15% O2* 0.09 Ib/hr*  0.63 ton/yr
PM 1.36 Ib/hr*  5.95 ton/yr

29VAC5-50-260 applies to PM2.5.
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PMio 1.36 Ib/hr*  5.95 ton/yr
PM:s 1.36 Ib/hr*  5.95 ton/yr
Sulfur Dioxide 0.71 Ib/hr*  3.09 ton/yr

*Limits are a 3-hour average and do not apply during periods of start-up, shutdown, or
when ambient temperatures are below 0°F. The NOy emission rates for startup/shutdown
periods and low temperature operating mode (< 0°F and > 50% load) are listed in
Condition 22.

These emissions are derived from the estimated overall emission contribution from
operating limits. Annual emissions shall be calculated monthly as the sum of each
consecutive 12-month period and shall include startup and shutdown periods, and when
ambient temperatures are below 0°F as applicable. Exceedance of the operating limits may
be considered credible evidence of the exceedance of emission limits. Compliance with
these emission limits may be determined as stated in Conditions 1, 2, 3, 4, 30, 32 and 40.
(9VACS5-50-260° and 9VAC5-80-1180)

Emission Limits — Emissions from the operation of the Solar Taurus 70 combustion
turbine (CT-02) shall not exceed the limits specified below!:

Nitrogen Oxides (as NO») 2.70 ppmvd @15% O7* 0.90 Ib/hr*  4.16 ton/yr
Carbon Monoxide 2.00 ppmvd @15% Oz* 0.41 Ib/hr*  5.93 ton/yr

Volatile Organic Compounds 0.50 ppmvd @15% O,* 0.06 Ib/hr*  0.94 ton/yr

PM 0.93 Ib/hr*  4.06 ton/yr
PMio 0.93 Ib/hr*  4.06 ton/yr
PMazs 0.93 Ib/hr*  4.06 ton/yr
Sulfur Dioxide 0.48 Ib/hr*  2.11 ton/yr

*Limits are a 3-hour average and do not apply during periods of start-up, shutdown, or
when ambient temperatures are below 0°F. The NOx emission rates for startup/shutdown
periods and low temperature operating mode (< 0°F and > 50% load) are listed in
Condition 23.

39VAC5-50-260 applies to PMy 5.
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These emissions are derived from the estimated overall emission contribution from
operating limits. Annual emissions shall be calculated monthly as the sum of each
consecutive 12-month period and shall include startup and shutdown periods, and when
ambient temperatures are below 0°F as applicable. Exceedance of the operating limits may
be considered credible evidence of the exceedance of emission limits. Compliance with
these emission limits may be determined as stated in Conditions 1, 2, 3, 4, 30, 32 and 40.
(9VAC5-50-260* and 9VAC5-80-1180)

Emission Limits for Non-Standard Operating Modes — Emissions during start-up,
shutdown, and low temperature mode from the Solar Mars 100 combustion turbine (CT-01)
shall not exceed the limits specified below:

Start-up Shutdown Low Temp Mode (<0 °F)
Nitrogen Oxides (as NO) 1.00 Ib/event 1.00 lb/event 21.28 Ib/hr

These emissions are derived from the estimated overall emission contribution from
operating limits. Exceedance of the operating limits may be considered credible evidence of
the exceedance of emission limits. Compliance with this emission limit may be determined
as stated in Conditions 35 and 40.

(9VAC5-80-1180)

Emission Limits for Non-Standard Operating Modes — Emissions during start-up,
shutdown, and low temperature mode from the Solar Taurus 70 combustion turbine (CT-
02) shall not exceed the limits specified below:

Start-up Shutdown Low Temp Mode (<0 °F)
Nitrogen Oxides (as NOy) 1.00 Ib/event 1.00 Ib/event 14.42 1b/hr

These emissions are derived from the estimated overall emission contribution from
operating limits. Exceedance of the operating limits may be considered credible evidence of
the exceedance of emission limits. Compliance with this emission limit may be determined
as stated in Conditions 35 and 40.

(9VAC5-80-1180)

24. Emission Limits — Volatile organic compounds emissions shall not exceed the limits

specified below:
Fugitive Emissions Components 0.75 ton/yr
Combined Combustion Turbine Venting (Start-up and Shutdown)? 0.12 ton/yr

49V AC5-50-260 applies to PMa s.
5Combined venting includes emission activities from turbine startup and shutdowns, pigging and filter maintenance.
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These emissions are derived from the estimated overall emission contribution from
operating limits. Exceedance of the operating limits may be considered credible evidence
of the exceedance of emission limits. Compliance with these emission limits may be
determined as stated in Conditions 6, 7, 34, and 40.

(9VACS5-80-1180)

Visible Emission Limit — Visible emissions from each combustion turbine (CT-01, CT-02)
shall not exceed 5% opacity as determined by EPA Method 9 (reference 40 CFR 60,
Appendix A).

(9VAC5-50-260 and 9VAC5-80-1180)

Visible Emission Limit — Visible emissions from each microturbine (MT-01 — MT-05)
shall not exceed 5% opacity as determined by EPA Method 9 (reference 40 CFR 60,
Appendix A).

(9VACS5-50-260 and 9VACS5-80-1180)

Visible Emission Limit — Visible emission observations from each combustion turbine
(CT-01, CT-02) shall be conducted at least once a week. If visible emissions are observed,
the permittee shall take timely corrective action such that the equipment resumes operation
with no visible emissions or perform a visible emission evaluation (VEE) in accordance
with 40 CFR 60, Appendix A, Method 9 to assure visible emissions from the emission unit
is less than five (5) percent opacity. A record of the date, time, observer, cause and
corrective measures taken shall be made. If no visible emissions were observed, a record of
the date, time and observer shall be made. These records shall be maintained on site by the
permittee for the most recent 5-year period.

(9VACS5-80-1180)

Visible Emission Limit — Visible emission observations from each microturbines (MT-01
— MT-05) shall be conducted at least once a week. If visible emissions are observed, the
permittee shall take timely corrective action such that the equipment resumes operation
with no visible emissions or perform a visible emission evaluation (VEE) in accordance
with 40 CFR 60, Appendix A, Method 9 to assure visible emissions from the emission unit
is Iess than five (5) percent opacity. A record of the date, time, observer, cause and
corrective measures taken shall be made. If no visible emissions were observed, a record of
the date, time and observer shall be made. These records shall be maintained on site by the
permittee for the most recent 5-year period.

(9VACS5-80-1180)

TESTING

29. Emissions Testing — The facility shall be constructed so as to allow for emissions testing

upon reasonable notice at any time, using appropriate methods. Sampling ports, safe
sampling platforms, and access shall be provided when requested.
(9VACS5-50-30 F and 9VAC5-80-1180)



30.

31.

D2

33.

Mountain Valley Pipeline, LLC
Registration Number: 21652
FINAIL DRAFT (revised)

Page 13 0of 23

Stack Test — Initial performance tests shall be conducted for NOx, CO, VOC, PMio, and
PM, 5 from each combustion turbine (CT-01, CT-02) to determine compliance with the
emission limits contained in Conditions 20 and 21. The tests shall be performed and
demonstrate compliance within 60 days after achieving the maximum production rate at
which the facility will be operated but in no event later than 180 days after start-up of the
permitted facility. Tests shall be conducted and reported and data reduced as set forth in
9VAC5-50-30, and the test methods and procedures contained in each applicable section or
subpart listed in 40CFR Part 51 Appendix M or 9VAC5-50-410. The details of the tests are
to be arranged with the Blue Ridge Regional Office. The permittee shall submit a test
protocol at least 30 days prior to testing. One copy of the test results shall be submitted to
the Blue Ridge Regional Office within 60 days after test completion and shall conform to
the test report format enclosed with this permit.

(9VAC5-50-30 and 9VAC5-80-1200)

Stack Test — Initial performance tests shall be conducted for NOx, CO, VOC, and PM2.5
from each microturbine (MT-01 — MT-05) to determine compliance with the emission
limits contained in Condition 18. The tests shall be performed and demonstrate compliance
within 60 days after achieving the maximum production rate at which the facility will be
operated but in no event later than 180 days after start-up of the permitted facility. Tests
shall be conducted and reported and data reduced as set forth in 9VACS5-50-30, and the test
methods and procedures contained in each applicable section or subpart listed in 9VACS-
50-410. The details of the tests are to be arranged with the Blue Ridge Regional Office.
The permittee shall submit a test protocol at least 30 days prior to testing. One copy of the
test results shall be submitted to the Blue Ridge Regional Office within 60 days after test
completion and shall conform to the test report format enclosed with this permit.
(9VAC5-50-30 and 9VACS5-80-1200)

Stack Test — The permittee shall repeat the performance tests contained in Condition 30
every two years to determine compliance with the emission limits contained in Condition
20. Subsequent tests shall be performed no later than 26 months after the previous test.
The permittee shall submit a test protocol at least 30 days prior to testing. One copy of the
test results shall be submitted to the Blue Ridge Regional Office no later than 60 days after
test completion and shall conform to the test report format enclosed with this permit.
(9VACS5-50-30 and 9VACS5-80-1200)

Visible Emissions Evaluation — Concurrently with the initial performance tests in
Conditions 30 and 31 and subsequent performance tests in Conditions 32, Visible Emission
Evaluations (VEE) in accordance with 40 CFR Part 60, Appendix A, Method 9, shall also
be conducted by the permittee. Each test shall consist of 30 sets of 24 consecutive
observations (at 15 second intervals) to yield a six-minute average. The details of the tests
are to be arranged with the Blue Ridge Regional Office. The permittee shall submit a test
protocol at least 30 days prior to testing. The initial test shall be performed and
demonstrate compliance within 60 days after achieving the maximum production rate at
which the facility will be operated but in no event later than 180 days after start-up of the
permitted facility. Should conditions prevent concurrent opacity observations, the Blue
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Ridge Regional Office shall be notified in writing, within seven days, and visible emissions
testing shall be rescheduled within 30 days. Rescheduled testing shall be conducted under
the same conditions (as possible) as the initial performance tests. One copy of the test
results shall be submitted to the Blue Ridge Regional Office within 60 days after test
completion and shall conform to the test report format enclosed with this permit.
(9VAC5-50-30 and 9VACS-80-1200)

VGRS Evaluation - The permittee shall ensure proper operation and maintenance of the
pressurized hold required in Condition 6.b by performing an evaluation for each
combustion turbine by quantitative analysis of leaks during a pressurized hold using
Method 21 or an optical gas imaging camera. The seal gas pressure and the combustion
turbine case pressure shall be monitored during this evaluation to ensure continued proper
operation of the VGRS and shall form acceptable ranges for on-going operation. The initial
evaluation shall be performed and demonstrate compliance within 60 days after achieving
the maximum production rate at which the facility will be operated but in no event later
than 180 days after start-up of the permitted facility. Subsequent annual evaluations shall
be performed and demonstrate compliance thereafter at a period not to exceed 13 months
from the preceding evaluation. One copy of the test results shall be submitted to the Blue
Ridge Regional Office within 60 days after test completion. The test report shall conform
to the test report format enclosed with this permit and shall include the established pressure

ranges.
(9VAC5-50-30 and 9VAC5-80-1200)

CONTINUOUS EMISSION MONITORING SYSTEMS (CEMS)

35.

36.

CEMS - Continuous Emission Monitoring Systems, meeting the design specifications of 40
CFR Part 60, Appendix B, shall be installed to measure and record the emissions of
nitrogen oxides (NOx) and the oxygen content of the exhaust gas from the combustion
turbine (CT-01, CT-02) stack as ppmvd corrected to 15% O2. Except where otherwise
approved by the DEQ, the CEMS shall be installed, calibrated, maintained, audited and
operated in accordance with the requirements of 40 CFR 60.13, 40 CFR 60, Subpart KKKK
and 40 CFR 60, Appendices B and F. Data shall be reduced to 3-hour rolling averages,
using procedures approved by the Blue Ridge Regional Office.

(9VAC5-50-40 and 9VAC5-80-1180)

CEMS Performance Evaluations - Performance evaluations of the CEMS shall be
conducted in accordance with 40 CFR Part 60, Appendix B, and shall take place during the
performance tests required by Conditions 30 and 32 or within 30 days thereafter. One copy
of the performance evaluations report shall be submitted to the DEQ within 45 days of the
evaluation. The CEMS shall be installed and operational prior to conducting initial
performance tests. Verification of operational status shall, as a minimum, include
completion of the manufacturer's written requirements or recommendations for installation,
operation and calibration of the device. A 30 day notification, prior to the demonstration of
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the CEMS performance, and subsequent notifications, shall be submitted to the Blue Ridge

Regional Office.
(9VAC5-80-1180 and 9VAC5-50-40)

37. CEMS Quality Control Program - A CEMS quality control program which is equivalent
to the requirements of 40 CFR 60.13 and 40 CFR 60 Appendix F shall be implemented for
all continuous emissions monitoring systems.

(9VAC5-80-1180 and 9VAC5-50-40)

38. CEMS Excess Emissions and Monitor Downtime for NOx - For the purpose of this
permit, periods of excess emissions and monitor downtime that must be reported under
Condition 39 are defined as follows:

a. An excess emission is any unit operating period in which the 3-hour rolling average
NOy emission rate exceeds the applicable emission limit in Condition 20 and

b. A period of monitor downtime is any unit operating hour in which the data for any of
the following parameters are either missing or invalid: NOx concentration, Oz
concentration and fuel flow rate.

(9VACS5-50-50 and 9VACS-50-410)

39. CEMS Reports - The permittee shall furnish written reports to the DEQ of excess
emissions from any process monitored by a CEMS with the reports required in Condition
41. These reports shall include, but are not limited to the following information:

a. The magnitude of excess emissions, any conversion factors used in the calculation of
excess emissions, and the date and time of commencement and completion of each
period of excess emissions;

b.  Specific identification of each period of excess emissions that occurs during startups,
shutdowns, and malfunctions of the process, the nature and cause of the malfunction
(if known), the corrective action taken or preventative measures adopted;

c.  The date(s) and time(s) identifying each period during which the CEMS was
inoperative except for zero and span checks and the nature of the system repairs or

adjustments; and

d. When no excess emissions have occurred or the CEMS have not been inoperative,
repaired or adjusted, such information shall be stated in that report.

(9VAC5-80-1180 and 9VACS5-50-50)

RECORDS AND REPORTING
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40. On Site Records — The permittee shall maintain records of emission data and operating
parameters as necessary to demonstrate compliance with this permit. The content and
format of such records shall be arranged with the Blue Ridge Regional Office. These
records shall include, but are not limited to:

a.  Monthly and annual consumption of natural gas for the combustion turbines (CT-01,
CT-02) and microturbines (MT-01 — MT-05). Annual throughput shall be calculated
monthly as the sum of each consecutive 12-month period. Compliance for the
consecutive 12-month period shall be demonstrated monthly by adding the total for
the most recently completed calendar month to the individual monthly totals for the
preceding 11 months.

b. Operation and control device monitoring records as required in Conditions 6, 7, 8, 9,
10,11, 12, 13 and 16.

c. Records for each event when a combustion turbine (CT-01 or CT-02) does not operate
in “SoLoNOx mode” shall include event duration, event reason, and annual hours.
Annual hours shall be calculated monthly as the sum of each consecutive 12-month
period. Compliance for the consecutive 12-month period shall be demonstrated
monthly by adding the total for the most recently completed calendar month to the
individual monthly totals for the preceding 11 months.

d. Documentation from turbine vendors (Solar) for all parameters and their ranges that
are relevant to the “SoLoNOx mode” determination.

e. Records of fuel quality characteristics to demonstrate compliance with Condition 15.

f.  Monthly emissions calculations for NOyx, CO, VOC, PMz 5, and SO; from each unit at
the facility using calculation methods approved by the Blue Ridge Regional Office to
demonstrate compliance with the annual emission limitations in Conditions 19, 20, 21
and 24.

g.  Scheduled and unscheduled maintenance and operator training.

h. Records of actual piping pressure prior to venting gas from that section of piping, the
clock time for the opening and closing of any vent valve, the amount of gas vented
during the event, and any mitigation measures used. These records include the ESD

testing, combustion turbine start-up purge, and combustion turbine shutdown venting.

i.  Records of the time, date, and duration of each combustion turbine start-up and
shutdown event.

j. Results of all stack test data, VGRS evaluations, and visible emissions evaluations.

k. CEMS calibrations, calibration checks, percent operating time, and excess emissions.
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1. The occurrence and duration of any periods during which a CEMS is inoperative.
m. A summary of any corrective maintenance taken.

These records shall be available for inspection by the DEQ and shall be current for the most

recent five years.
(9VAC5-80-1180 and 9VAC5-50-50)

Reporting - The permittee shall submit a certification of compliance with all terms and
conditions of this permit, including emission limitation standards or work practices, as well
as any other applicable requirement to the Blue Ridge Regional Office no later than March
1 and September 1 of each calendar year. This report must be signed by a responsible
official, consistent with 9VAC5-20-230. The time periods to be addressed are January 1 to
June 30 and July 1 to December 31. Each report shall include the following information:

a. Exceedances of emissions limitations or operational restrictions;

b. Excursions from control device operating parameter requirements, as documented by
continuous emission monitoring;

c.  Failure to meet monitoring, recordkeeping, or reporting requirements contained in this
permit;

d. Summary results of the daily AVO and quarterly LDAR surveys required in Condition
7; and

e. Excess emission reports required in Condition 39.

If there were no deviations from permit conditions during the time period, the permittee
shall include a statement in the report that "no deviations from permit requirements
occurred during this semi-annual reporting period." These reports shall be maintained and
shall be current for the most recent five years.

(9VAC5-80-1180 and 9VAC5-50-50)

NOTIFICATIONS

42.

Initial Notifications — The permittee shall furnish written notification to the Blue Ridge
Regional Office of:

a. The actual date on which construction of the combustion turbines (CT-01 and CT-02)
and the microturbines (MT-01 — MT-05) commenced within 30 days after such date.

b. The anticipated start-up date of the combustion turbines (CT-01 and CT-02) and the
microturbines (MT-01 — MT-05) postmarked not more than 60 days nor less than 30
days prior to such date.
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The actual start-up date of the combustion turbines (CT-01 and CT-02) and the
microturbines (MT-01 — MT-05) within 15 days after such date.

The anticipated date of performance tests postmarked at least 30 days prior to such
date.

Copies of the written notification referenced in items 42.a, and 42.b through 42.d
above are to be sent to:

Chief, Air Section

Enforcement & Compliance Assurance Division
Air, RCRA and Toxics Branch

US EPA Region 3

1650 Arch Street — 3ED21

Philadelphia, PA 19103

(9VAC5-50-50 and 9VAC5-80-1180)

GENERAL CONDITIONS

43, Permit Invalidation — This permit to construct the combustion turbines (CT-01, CT-02)
and the microturbines (MT-01 — MT-05) shall become invalid, unless an extension is
granted by the DEQ, if:

44,

a.

A program of continuous construction is not commenced within 18 months from the
date of this permit.

A program of construction is discontinued for a period of 18 months or more, or is not
completed within a reasonable time, except for a DEQ approved period between
phases of the phased construction of a new stationary source or project.

(9VACS5-80-1210)

Permit Suspension/Revocation — This permit may be suspended or revoked if the
permittee:

a.

b.

C.

Knowingly makes material misstatements in the permit application or any
amendments to it;

Fails to comply with the conditions of this permit;

Fails to comply with any emission standards applicable to a permitted emissions unit;
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d. Causes emissions from the stationary source which result in violations of, or interfere
with the attainment and maintenance of, any ambient air quality standard; or

e. Fails to operate in conformance with any applicable control strategy, including any
emission standards or emissions limitations, in the State Implementation Plan in effect
at the time an application for this permit is submitted.

(9VAC5-80-1210 G)

Right of Entry — The permittee shall allow authorized local, state, and federal
representatives, upon the presentation of credentials:

a. To enter upon the permittee's premises on which the facility is located or in which any
records are required to be kept under the terms and conditions of this permit;

b. To have access to and copy at reasonable times any records required to be kept under
the terms and conditions of this permit or the State Air Pollution Control Board
Regulations;

c. To inspect at reasonable times any facility, equipment, or process subject to the terms
and conditions of this permit or the State Air Pollution Control Board Regulations;

and
d. To sample or test at reasonable times.

For purposes of this condition, the time for inspection shall be deemed reasonable during
regular business hours or whenever the facility is in operation. Nothing contained herein
shall make an inspection time unreasonable during an emergency.

(9VAC5-170-130 and 9VAC5-80-1180)

Maintenance/Operating Procedures — At all times, including periods of start-up,
shutdown, and malfunction, the permittee shall, to the extent practicable, maintain and
operate the affected source, including associated air pollution control equipment, in a
manner consistent with good air pollution control practices for minimizing emissions.

The permittee shall take the following measures in order to minimize the duration and
frequency of excess emissions, with respect to air pollution control equipment and process
equipment which affect such emissions:

a. Develop a maintenance schedule and maintain records of all scheduled and non-
scheduled maintenance.

b. Maintain an inventory of spare parts.

c. Have available written operating procedures for equipment. These procedures shall be
based on the manufacturer's recommendations, at a minimum.
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d.  Train operators in the proper operation of all such equipment and familiarize the
operators with the written operating procedures, prior to their first operation of such
equipment. The permittee shall maintain records of the training provided including
the names of trainees, the date of training and the nature of the training.

Records of maintenance and training shall be maintained on site for a period. of five years
and shall be made available to DEQ personnel upon request.
(9VAC5-50-20 E and 9VAC5-80-1180 D)

Record of Malfunctions — The permittee shall maintain records of the occurrence and
duration of any bypass, malfunction, shutdown, or failure of the facility or its associated air
pollution control equipment that results in excess emissions for more than one hour.
Records shall include the date, time, duration, description (emission unit, pollutant affected,
cause), corrective action, preventive measures taken and name of person generating the
record.

(9VAC5-20-180 J and 9VAC5-80-1180 D)

Notification for Facility or Control Equipment Malfunction — The permittee shall
furnish notification to the Blue Ridge Regional Office of malfunctions of the affected
facility or related air pollution control equipment that may cause excess emissions for more
than one hour. Such notification shall be made no later than four daytime business hours
after the malfunction is discovered.. The permittee shall provide a written statement giving
all pertinent facts, including the estimated duration of the breakdown, within 14 days of
discovery of the malfunction. When the condition causing the failure or malfunction has
been corrected and the equipment is again in operation, the permittee shall notify the Blue
Ridge Regional Office.

(9VAC5-20-180 C and 9VAC5-80-1180)

Violation of Ambient Air Quality Standard — The permittee shall, upon request of the
DEQ, reduce the level of operation or shut down a facility, as necessary to avoid violating
any primary ambient air quality standard and shall not return to normal operation until such
time as the ambient air quality standard will not be violated.

(OVACS5-20-180 I and 9VAC5-80-1180)

Change of Ownership — In the case of a transfer of ownership of the stationary source, the
new owner shall abide by any current minor NSR permit issued to the previous owner. The
new owner shall notify the Blue Ridge Regional Office of the change of ownership within
30 days of the transfer.

(9VACS5-80-1240)

Permit Copy — The permittee shall keep a copy of this permit on the premises of the
facility to which it applies.
(9VAC5-80-1180)
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STATE-ONLY ENFORCEABLE (SOE) REQUIREMENTS

The following terms and conditions are included in this permit to implement the requirements of
9VACS5-40-130 et seq., 9VAC5-50-130 et seq., IVAC5-60-200 et seq. and/or 9VACS5-60-300 et
seq. and are enforceable only by the Virginia Air Pollution Control Board. Neither their
inclusion in this permit nor any resulting public comment period make these terms federally
enforceable.

52.

53.

54.

(SOE) Emission Limits — Formaldehyde (CAS# 50-00-0) emissions from the facility shall
not exceed the limits specified below:

CT-01 0.40 Ib/hr* 0.35 ton/yr
CT-02 0.27 Ib/hr* 0.32 ton/yr
MT-01 — MT-05 0.04 Ib/hr 0.15 ton/yr
HT-01 5.7E-05 1b/hr 2.5E-04 ton/yr
Total Facility 0.71 Ib/hr 0.82 ton/yr

* Limit applies only when ambient temperatures are greater than or equal to 0°F and the
turbine is operating at greater than or equal to 50% load — not during start-up or shutdown.

Annual emissions shall be calculated monthly as the sum of each consecutive 12-month
period. These emissions are derived from the estimated overall emission contribution from
operating limits. Exceedance of the operating limits may be considered credible evidence
of the exceedance of emission limits. Compliance with these emission limits may be
determined as stated in Conditions 2, 4, 5, 6, 55, 56, and 58.

(9VAC5-60-320, 9VACS5-80-1120F, and 9VAC5-80-1180)

(SOE) Emission Limits — Start-up and shutdown emissions of Formaldehyde (CAS# 50-
00-0) from CT-01, shall not exceed the limits specified below:

Start-up 2.4 1b/event 0.27 Ib/hr
Shutdown 4.3 Ib/event 0.49 1b/hr

These emissions are derived from the estimated overall emission contribution from
operating limits. Exceedance of the operating limits may be considered credible evidence
of the exceedance of emission limits. Compliance with these emission limits may be
determined as stated in Conditions 2, 4, 55, 56, and 58.

(9VAC5-60-320, 9VACS5-80-1120F, and 9VACS5-80-1180)

(SOE) Emission Limits — Start-up and shutdown emissions of Formaldehyde (CAS# 50-
00-0) from CT-02, shall not exceed the limits specified below:
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Start-up 4.6 Jb/event 0.53 Ib/hr
Shutdown 3.2 Ib/event 0.37 1b/hr

These emissions are derived from the estimated overall emission contribution from
operating limits. Exceedance of the operating limits may be considered credible evidence
of the exceedance of emission limits. Compliance with these emission limits may be
determined as stated in Conditions 2, 4, 55, 56, and 58.

(9VACS5-60-320, 9VAC5-80-1120F, and 9VAC5-80-1180)

(SOE) Stack Test — Concurrently with the performance tests in Conditions 30 and 32,
initial performance tests shall be conducted for formaldehyde from the compressor turbines
(CT-01, CT-02) to determine compliance with the emission limits contained in Condition
52. The tests shall be performed and demonstrate compliance within 60 days after
achieving the maximum production rate at which the facility will be operated but in no
event later than 180 days after start-up of the permitted facility. Tests shall be conducted
and reported and data reduced as set forth in 9VAC5-60-30, and the test methods and
procedures contained in each applicable section or subpart listed in 9VAC5-60-100. The
details of the tests are to be arranged with the Blue Ridge Regional Office. The permittee
shall submit a test protocol at least 30 days prior to testing. One copy of the test results shall
be submitted to the Blue Ridge Regional Office within 60 days after test completion and
shall conform to the test report format enclosed with this permit.

(9VAC5-60-30, 9VACS5-80-1120F, and 9VAC5-80-1180)

(SOE) Stack Test — Concurrently with the performance tests in Condition 31, initial
performance tests shall be conducted for formaldehyde from the microturbines (MT-01 —
MT-05) to determine compliance with the emission limit contained in Condition 52. The
tests shall be performed and demonstrate compliance within 60 days after achieving the
maximum production rate at which the facility will be operated but in no event later than
180 days after start-up of the permitted facility. Tests shall be conducted and reported and
data reduced as set forth in 9VAC5-60-30, and the test methods and procedures contained
in each applicable section or subpart listed in 9VAC5-60-100. The details of the tests are to
be arranged with the Blue Ridge Regional Office. The permittee shall submit a test
protocol at least 30 days prior to testing. One copy of the test results shall be submitted to
the Blue Ridge Regional Office within 60 days after test completion and shall conform to
the test report format enclosed with this permit.

(9VAC5-60-30, 9VACS-80-1180, and 9VACS5-80-1120F)

(SOE) Fuel Monitoring — The permittee shall use the fuel quality characteristics in a
current, valid purchase contract, tariff sheet, or transportation contract for the fuel,
specifying the maximum hexane content for the natural gas being fired at the natural gas
compressor station facility. In the alternative, the permittee may perform annual fuel
analysis of on-site natural gas. The details of the tests are to be arranged with the Blue
Ridge Regional Office. The permittee shall submit a test protocol at least 30 days prior to
testing. One copy of the test results shall be submitted to the Blue Ridge Regional Office
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no later than 60 days after test completion and shall conform to the test report format

enclosed with this permit.
(9VAC5-80-1120F and 9VAC5-80-1180)

(SOE) On Site Records — The permittee shall maintain records of emission data and
operating parameters as necessary to demonstrate compliance with this permit. The content
and format of such records shall be arranged with and approved by the Blue Ridge Regional
Office. These records shall include, but are not limited to:

a.  Hourly, monthly, and annual emissions (in pounds and tons) of formaldehyde to
demonstrate compliance with the emissions limitations in Conditions 52, 53, and 54.
Annual emissions shall be calculated monthly as the sum of each consecutive 12-
month period.

b. Results of all stack test data.

c. Hexane content documentation or hexane analysis results to demonstrate compliance
with Condition 57.

These records shall be available for inspection by the Blue Ridge Regional Office and shall

be current for the most recent five years.
(9VAC5-60-50, 9VAC5-80-1120F and 9VAC5-80-1180)



SOURCE TESTING REPORT FORMAT

Report Cover
1. Plant name and location
2. Units tested at source (indicate Ref. No. used by source in permit or registration)
3. Test Dates.
4. Tester; name, address and report date
Certification
1. Signed by team leader/certified observer (include certification date)
2. Signed by responsible company official
3. *Signed by reviewer

Copy of approved test protocol

Summary

1.

2.
3.
4

6.

7.

Reason for testing

Test dates

Identification of unit tested & the maximum rated capacity

*For each emission unit, a table showing;:

a. Operating rate

b. Test Methods

c. Pollutants tested

d. Test results for each run and the run average

e. Pollutant standard or limit

Summarized process and control equipment data for each run and the average, as required by the
test protocol

A statement that test was conducted in accordance with the test protocol or identification &
discussion of deviations, including the likely impact on results

Any other important information

Source Operation

1.
2.
3.

Description of process and control devices

Process and control equipment flow diagram

Sampling port location and dimensioned cross section Attached protocol includes: sketch of
stack (elevation view) showing sampling port locations, upstream and downstream flow
disturbances and their distances from ports; and a sketch of stack (plan view) showing sampling
ports, ducts entering the stack and stack diameter or dimensions

Test Results

1.
2.
3.

Detailed test results for each run
*Sample calculations
*Description of collected samples, to include audits when applicable

Appendix

WO NAN WD =

*Raw production data

*Raw field data

*Laboratory reports

*Chain of custody records for lab samples
*Calibration procedures and results
Project participants and titles

Observers’ names (industry and agency)
Related correspondence

Standard procedures

* Notrapplicable to visible emission evaluations
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VIRGINIA DEPARTMENT OF ENVIRONMENTAL QUALITY
Blue Ridge Regional Office
INTRA-AGENCY MEMORANDUM

Engineering Analysis

Permit Writer Anita Walthall

Air Permit Manager Paul Jenkins

Memo To Air Permit File Date |06/16/2021

Facility Name MVP Southgate Project — Lambert Compressor Station
| Registration Number 21652 Application # 1

Date Fee Paid 11/8/2018 Amount ($) 3,000.00

Distance to Class I Areas 173.12 SNP (km) 65.68 JRF (km)

FLM Notification (Y/N) N iz;!::;ed if less than 10K (minor), 100K (state

Application Fee Classification True Minor Before permit | oo\ o | After permit action

(Title V, Synthetic Minor, True Minor) action

Permit Writer Signature

Permit Manager Signature

Introduction & Background

Mountain Valley Pipeline, LLC (“the applicant”) of Pittsburgh, PA submitted an application dated
November 5, 2018 (received November 8, 2018) to construct and operate a natural gas compressor
station, known as Lambert Compressor Station (“LCS”, or “Station”) in Pittsylvania County,
Virginia. The Lambert Compressor Station will be located at 987 Transco Road in Chatham,
Virginia (off Route 57). The site was visited by DEQ Air Compliance and an initial site suitability
evaluation reported on August 8, 2020.

The operating equipment in Section II will be powered by natural gas supplied by the Mountain

Valley pipeline. The application proposes to construct a natural gas pipeline (H-650) to, according
to the applicant, provide access to new natural gas supplies to meet the growing needs of natural gas
users in the southeastern United States, including a local distribution company serving customers in
North Carolina. Additional material was submitted dated December 12, 2018 (received 12/14/2018)
and April 24, 2019 (received April 25, 2019); a modeling protocol dated October 19, 2018; a revised
modeling protocol and report dated June 30, 2020; and revised application information dated June 2,
2020 (received June 30, 2020), August 12, 2020 (received August 13, 2020) and September 2, 2020
(received September 16, 2020). The application was deemed complete September 16, 2020.

As part of the application, new sources are required to submit a local governing body form to the
county’s zoning official for approval. The Pittsylvania County Board of Supervisors determined the
Lambert Compressor Station to be exempt according to Pittsylvania County zoning ordinance PCC
§35-50.



MVP — Lambert Compressor Station
Registration No.: 21652
Engineering Analysis

06/16/2021

Page 2 of 19

Site Suitability

The Lambert Compressor Station will be located on a site that is considered suitable from an air
pollution perspective. The immediate area is evidenced by industrial and residential usage. The site
is approximately 4,000 feet from an existing station (Transco). The nearest school is located in
Chatham, Virginia, approximately 4 miles west. The nearest medical center and nursing home are
also in Chatham.

A screening report was generated using EPA’s EJSCREEN utility.! The report was based on a radii
of 1, 2, and 5 mile from the proposed Station (Attachment 3). The report indicates the air quality
environmental indicators for PM; s and ozone ranked from the 34th to the 48th percentile for the
State as the distance from the plant site increased to five miles. The Station is considered a true
minor source of air pollutant emissions (uncontrolled emissions <100 tpy). Controls were required
in accordance with the BACT determination and the applicant voluntarily proposed controls for
pollutants not subject to BACT (Section V). DEQ requested that an environmental justice study be
conducted by the source. The applicant’s study included a 4-month environmental justice
investigation conducted by an independent consultant identifying citizens in the area and fielding
responses to the proposed construction and operation of the Station (Section XI). A copy of the
applicant’s study was sent to DEQ and was reviewed.

Section X describes the public participation and outreach that the proposed permit will undergo that
will allow the public to comment and request information regarding the proposed project. No part
of the permit decision can be finalized until DEQ has considered each of the comments received
from the public on this permit action. Additional discussion of public participation can be found in
Section X.

As noted in Sections V (BACT) and VII (Dispersion Modeling), the new source complies with all
applicable requirements and National Ambient Air Quality Standards (NAAQS). The EPA
established the NAAQS according to Sections 108 and 109 of the U.S. Clean Air Act. These
sections require the EPA to list widespread air pollutants that reasonably may be expected to
endanger public health or welfare, to issue air quality criteria for them that assess the latest available
scientific information on nature and effects of ambient exposure to them and to set primary NAAQS
to protect human health with adequate margin of safety and to set secondary NAAQS to protect
against welfare effects (e.g. effects on vegetation, ecosystems, visibility, etc.). The proposed facility
is not a major source for hazardous air pollutants (HAPs), however it is subject to Virginia’s State
Air Toxics regulations (9VACS-60-300 et seq.) for formaldehyde emissions. Air toxics are
regulated by both the EPA and Virginia. The EPA regulates these toxics as “HAPs” (see MACT
section IV.E) and Virginia regulates these toxics as “State Air Toxics” (see State Only Enforceable
(SOE) Requirements section IV.F). Therefore a toxic pollutant would be regulated both as a HAP
and a State Air Toxic.

There are abundant regulatory and technical considerations in the application review and drafting of
the air permit that require significant technical education and experience. Attachment 1 is provided
as an attempt to convey a number of standard concepts and terms within the field. The information

in the attachment does not reflect all of the statutory, regulatory, and legal implications but is

1 United States Environmental Protection Agency.2019. EJSCREEN.Retrieved: 10/07/2020 from https://www.epa.gov/ejscreen.
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provided as a basic explanation of some of the technical terms associated with air permit application
reviews.

Emission Units / Process Description
The Lambert Compressor Station will consist of the following emissions/emission units:
Combustion Turbines

To provide pressure for this station, the applicant proposed to construct and operate the following
natural gas-fired compressor turbines:

e One 16,610 hp (140.84 MMBtu/hr), Solar Mars 100 combustion turbine (CT-01)
e One 11,146 hp (93.03 MMBtu/hr), Solar Taurus 70 combustion turbine (CT-02)

Note: The turbine horsepower rating is based on 100% load, ambient temperature of 0°F (and 60%
relative humidity).

Combustion turbines work by converting the energy in the fuel gas to mechanical energy that then
powers the pipeline gas compressors. The compressors increase the pressure of the pipeline gas to
enable it to move from one location to another, as the gas will flow from higher pressure to lower
pressure in the pipeline. The turbines will generate mechanical energy from the combustion of
natural gas fuel. Fresh atmospheric air flows through an air compressor, bringing it to higher
pressure. Energy is then added by spraying fuel (pipeline natural gas) into the compressed air and
igniting it so the combustion generates a high-temperature flow. This high-temperature, high-
pressure gas enters a turbine, where it expands, turning a shaft that powers both the turbine’s air
compressor and other large centrifugal compressors that pressurize the pipeline gas.

The proposed lean-premix staged turbines are expected to emit Nitrogen Oxides (NOx), Carbon
Monoxide (CO), Volatile Organic Compounds (VOCs), particulate matter (PM, PMio, PMz35s),
Sulfur Dioxide (SO.) and State Air Toxics. They are equipped with Solar’s dry low-NOx
combustion system known as SoLoNOx™, which limits the formation of NOx by pre-mixing air
and fuel prior to combustion. This system limits NOx emissions when the turbine is operating at an
ambient temperature of 0 °F or greater and at a load equal to or greater than 50%. This technology
reduces nitrogen oxide (NOx) emissions by operating at a lean burn fuel ratio (fuel to air ratios of
less than 1:1). The SoLoNOx™ system does not operate during start-up or shutdown. SoLoNOx™
efficiency is diminished at low loads (less than 50% of capacity), as well as at loads greater than or
equal to 50% for ambient temperatures below 0 °F. SoLoNOx™ is operating optimally when pilot
active control is in “minimum” pilot mode.? The draft permit specifies that the combustion turbines
cannot operate below 50% load, except during start-up or shutdown.

In addition to the use of SoOLoNOx™, the applicant plans to voluntary install control technology to
further reduce emissions from the combustion turbines. Selective catalytic reduction (SCR)
technology system (70% control efficiency) is planned to achieve a NOx exit concentration of 2.70
ppmv. Likewise, voluntary installation of an oxidation catalyst system is proposed to control CO at

2 Solar’s product information letter, (PIL-220 page dated June 4, 2020).
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92% efficiency and VOCs (including State Air Toxics that are organic compounds) at 90%
efficiency. The SCR system reduces NOx emissions by injecting ammonia (NH3) into the exhaust
gas upstream of a catalyst. The compounds NOx, NH3, and O react on the catalyst surface to form
nitrogen (N2) and water (H20). Oxidation catalyst systems are typically used on turbines to achieve
a reduction in CO and VOC emissions. The oxidation catalyst system promotes the oxidation of
CO and VOC to carbon dioxide (CO2) and water (H20) as the emission stream passes through the
catalyst bed. Catalyst systems need to operate above minimum temperatures to achieve the
intended reactions for NOx, CO, or VOC. Neither catalyst system will be at temperature during
start-up. During shutdown, the oxidation catalyst system will remain above the reaction
temperature (until the temperature of the turbine and associated equipment begins to cool). The
SCR system is more complicated (i.e., requires ammonia injection at the correct stoichiometric rate
as well as higher temperatures) and will not operate during shutdown.

Due to the technical considerations for operating the SoLoNOx™ system and the inability to operate
the control systems during start-up and shutdown?, there are three operating modes for the turbines:
e  Normal operating mode (50%-100%), at or above 0°F inlet air temperature (Steady-state)
e Low temperature mode, operating at temperatures below 0°F (Low Temperature)
e  Start-up and Shutdown mode, when power is being energized or de-energized (SUSD)

Compressor Fugitive Emissions (FUG)

Fugitive emissions at natural gas compressor stations include leaks from piping components
(valves, flanges, connectors and open-ended lines). Fugitive component leak emissions were
estimated using factors from the Greenhouse Gas Reporting Rule, 40 CFR 98 Table W-1A.
Because piping components have a potential for leaks, the constituents in natural gas namely, VOCs
and air toxics are also expected to be released into the atmosphere.

Venting and Blowdowns (BDE)

Natural gas blowdown events occur as a result of depressurization activities associated with
combustion turbine start-ups and shutdowns. Pig launching and receiving events are also included
with BDE activities. This event involves launching a device known as a ‘pig’ through the pipeline
for inspection and/or cleaning. Pigging operations are expected to only occur once every five to
seven years as part of normal inspection and equipment maintenance operations. The emission
points during a pig launch or receiving event consist of opening valves on the launcher/receiver
piping following an event in order to depressurize the piping. The cause for depressurization results
in releases of natural gas during turbine start-up, turbine shutdown, pigging and, site-wide
emergency shutdown (ESD) testing. VOCs and air toxics are released into the atmosphere during
these events.

Microturbines
e Five, 200 kW Capstone microturbines used for facility electrical power (MT-01 to MT-05)
The pollutants expected to be released from the microtubines are NOx, CO, VOC,
particulate matter (PM2 5), and toxics.

3 The oxidation catalyst will operate above the minimum temperature for the entirety of the shutdown sequence. Therefore,
control of emissions will occur during that period.
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Fuel Gas Heater
e One 0.77 MMBtw/hr gas-fired heater to preheat natural gas above dew point before
combustion (HT-01)

Tanks
e Two, 10,000 gal “produced fluids” (natural gas liquids and water) storage tanks (TK-01,
TK-02)
o Two, 1,000 gal (ea.) vertical high pressure aqueous ammonia storage tanks for use by each
turbine’s (T-70, M-100) SCR control system.

II1. Emission Calculations

The application included air emission calculations for the proposed Lambert Compressor Station in
Appendix B of the permit application. Those calculations have been reviewed by DEQ. Note that
the applicant assumed the emission rate for PM to equal the emission rates for PMio and PMzs
emissions. Emission calculations are shown in Attachment B (source application).

The primary pollutants emitted by combustion turbines are NOx, CO and unburned hydrocarbons
(UHC). Sulfur dioxide (SO2), particulate matter (PM, PMie, and PMas) and trace levels of air toxic
pollutants are a function of fuel content.* Emissions rates for NOx, CO, and unburmed
hydrocarbons (UHC) are guaranteed by the vendor. Emission estimates for VOC (and methane)
emissions are 20% of the UHC emissions®. The proposed facility’s uncontrolled emissions are
evaluated in Sections IV A and B.

The applicant determined annual permitted emissions for the combustion turbines, based on the
following:
e Combustion turbines operating at 8,718.68 hours per year (each) in steady-state mode
e Low temperature emissions (for temperatures below 0°F) are estimated to occur for 24 hours
per year for each turbine, and
e SUSD emissions having a total duration of 17.32 hours for each turbine (8.66 hours for SU
and 8.66 hours for SD, each turbine).®

IV. Regulatory Review

A. 9VACS Chapter 80, Part II, Article 6 — Minor New Source Review
The provisions of Article 6 apply throughout Virginia to (i) the construction of any new
stationary source, (ii) the construction of any project (which includes the affected emissions
units), and (iii) the reduction of any stack outlet elevation at any stationary source.

9VAC5-80-1105 B through D:
The application requests approval for the construction of a new stationary source. To be exempt
from permitting, the regulations require that an emissions unit cannot be subject to the provisions

4 https://www.netl.doe.gov/sites/default/files/gas-turbine-handbook/3-2-1-2.pdf.
5 Solar Turbines PIL 168.
6 SUSD emissions = 52 events x 10 min/event x 1hr/60min x 2 = 17.32 hrs (each combustion turbine).
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of 9VAC5-80-1105 B through D as a group, nor subject to the provisions of 9VAC5-80-1105 E
and F. The proposed fuel heater (HT-01) is exempt from permitting as an external fuel
combustion unit using gaseous fuel as its maximum heat input is less than 50 MMBtu/hr
(9VAC5-80-1105 B.1.a(4)). Both “produced fluids” storage tanks (TK-01, TK-02) are exempt
from permitting as petroleum liquids storage operations having capacity of 40,000 gallons or less
(9VAC5-80-1105-B.4.b). There is an ammonia storage tank proposed for each combustion
turbine (T-70, M-100). The tanks are exempt from permitting since ammonia is not a regulated
air pollutant. The applicant stated no other truck loading operations will be performed at this
site.

The remaining process/emissions units (combustion turbines, microturbines, BDE, and FUG) are
considered in order to determine the uncontrolled emission rate (UER) from the new stationary
source. For minor NSR permit applicability, the UER of criteria pollutants for a new stationary
source is the sum of the new uncontrolled emissions (NUE) minus the sum of the current
uncontrolled emissions (CUE) for each unit included in the project (UER = NUE — CUE) and
cannot be less than zero. The combined UER is compared to the criteria pollutant exemptions
levels in 9VAC5-80-1105 C.1. If the UER exceeds the exemption level for any one criteria
pollutant, the project is subject to the permitting requirements of 9VACS Chapter 80, Article 6.
For this permit action, all of the process/emissions units are new, CUE equals zero.

Combustion Turbines (CT-01, CT-02)

The proposed turbines are new emission units. The NUE is based on manufacture data for
uncontrolled emissions of NOx, CO, and VOC pollutants at maximum load and >0°F. Emissions
of PM, PMio, PM2 5 and SO; are determined using manufacturer supplied data. The NUE for all
pollutants are based on 8,760 hours per year.

Microturbines (MT-01 — MT-05)
The proposed microturbines are new emission units. The NUE for pollutants emitted by the
microturbines is based on 8760 hours of operation a year. Emission factors for NOx, CO, and

VOC are vendor supplied. Emissions of PM, PM1g, PM2 s and SO2 are based on emission factors
from AP-42 Table 3.1-2a.

Venting/Blowdowns (BDE)

Blowdown or vented emissions are emissions which pass through a stack or vent. A compressor
may be vented during startup, shutdown, pigging or maintenance filter activities. The NUE from
venting and blowdowns are based on worst-case natural gas volume released during compressor
and piping blowdown, and assumes one annual ESD system test per year. Emissions estimates
considers the frequency of each operation as well as natural gas characteristics. The pollutants
emitted during BDE operations are VOCs (and GHGs).

Station Fugitives (FUG)

NUE is based on leaks from the number of valves, flanges, and other gas transmission
components at the proposed Station. Emissions were based on EPA emission factors (Protocol
for Equipment Leak Emission Estimates" for oil and gas production operations, 11/95 (EPA-453
/ R-95-017), Table 2-4, Page 2-15 and Interstate Natural Gas Association of America (INGAA)
guidelines.
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As shown in the summary table below, the UER for PMa s exceeds the respective permitting
thresholds; therefore the facility is subject to permitting requirements of Article 6. State BACT
applies to PMy s (see Section V).

Table 1: Project Uncontrolled Emission Rate (UER)’

UER Exemption Rate | Exempt?
Follutant (tpy) (tpy) (V/N)

Carbon Monoxide 67.39 100 Y
Nitrogen Oxides 34.73 40 Y
Sulfur Dioxide 5.37 40 Y
PM 10.36 25 Y
PMo 10.36 15 Y
PMaz.s 10.36 10 N
Volatile Organic Compounds® 8.95 25 Y
Lead <0.06 0.6 Y

9VAC5-80-1105E&F:

Based on the applicant’s calculations, the facility will emit two State Air Toxic pollutants of
concern for compressor stations, namely hexane and formaldehyde. Potential hexane emissions
were determined to be less than the exemption rates, while formaldehyde’s emissions are
expected to exceed the exemption thresholds according to 9VACS5-60-300. Therefore,
formaldehyde is subject to minor NSR permitting and BACT, while hexane is exempt.

Table 2: Potential Emission of Toxic Pollutants

Pollutant Emissions Exemption Emissions Exemption Triggers
(CAS #) Rate (Ib/hr) | Rate (Ib/hr) | Rate (tpy) Rate (tpy) | Permitting?
Formaldehyde
(50-00-0) 8.990 0.0825 0.822 0.174 Yes
Hexane
(110-54-3) 24 11.616 0.093 25.52 No

Other State Air Toxics are emitted from the combustion turbines, line heaters and storage tanks
to be located at the proposed facility. However, the potential to emit of each of these pollutants
does not exceed the respective individual hourly and annual exemption thresholds (Table B-12),
therefore the emission are not subject to permitting requirements. See section VIIB for
discussion and modeling performed.

B. 9VACS Chapter 80, Part II, Article 8 and Article 9 — PSD Major New Source Review and Non-
Attainment Major New Source Review
The Prevention and Significant Deterioration (PSD) permit program is for major stationary
sources (defined in the Regulations) located in areas that are in compliance with the National

7 Table B-1 of June 30, 2020 submittal (uncontrolled). Note HT-01 is exempt from permitting (emissions not included).
8 Value includes emissions from non-exempt project equipment and fugitives releases (leaking components and venting).
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Ambient Air Quality Standards (NAAQS). Areas that are meeting the NAAQS are designated as
“PSD areas”. Areas that have ambient air concentrations higher than the NAAQS are designated
as “nonattainment areas”. An area’s classification is determined for each pollutant with a
NAAQS. These pollutants are referred as “critetia pollutants”. The PSD program also applies to
certain other pollutants that are regulated under the Clean Air Act.’

Pittsylvania County is a PSD area for all pollutants as designated in 9VACS5-20-205. LCS is not
in a source category with a 100 tpy PSD threshold; therefore, the major stationary source
threshold is 250 tpy. After issuance of this permit, the facility will not have a PTE of any
regulated NSR pollutant at major stationary source thresholds. PSD review does not apply.

Greenhouse Gases (9VACS5 Chapters 80 and 85)

As of January 2, 2011, GHG is subject to regulation for a major modification if the project
causes a significant emissions increase (SEI) and significant net emissions increase (SNEI) for
GHG in addition to one other criteria pollutant. ! GHG is not subject to regulation due to the
project not having a criteria pollutant that exceeds the SNEI threshold.

C. 9VACS5 Chapter 50, Part 11, Article 5 — (NSPS)
Requirements of NSPS Subparts KKKK and OOOOa are applicable to the affected equipment
(or process) as identified in this section. These rules contain federally enforceable requirements
that a source must comply with, regardless of their inclusion in a permit.

The proposed combustion turbines (CT-01 and CT-02) are subject to 40 CFR 60, Subpart KKKK
“Standards of Performance for Stationary Combustion Turbines”. This subpart establishes
emission standards and compliance schedules for the control of NOx and SO2 emissions from
stationary combustion turbines that commenced construction, modification or reconstruction
after February 18, 2005 (§60.4300-§60.4420). NSPS Subpart KKKK requires a NOx emission
limit of 15 ppm @15% O2 (§60.4320) for each turbine. The permit’s limit for NOx is more
stringent than the subpart’s 15 ppm limit (see Section V). Monitoring, testing, and
recordkeeping requirements for NOx are required (§60.4333, §60.4340). The turbines are also
subject to the fuel sulfur monitoring requirements (§60.4360).

NSPS Subpart 0000a, “Crude Oil and Natural Gas Facilities for Which Construction,
Modification, or Reconstruction Commenced after September 18, 2015 (§60.5360a-§60.5432a)
applies to select equipment for the collection of fugitive emissions (60.5365a(j)). This subpart
sets standards for VOCs (as well as GHGs) that require leak testing for methane and other VOC
emissions. NSPS OOOOQa requires a fugitive emissions monitoring plan (§60.5397a (b) through
(j)); monitoring surveys (§60.5397a (f) and §60.5397a (g) (2)) and repair/replacement
timeframes (§60.5397a (h)). The monitoring plan required by this permit is at least as stringent
as the requirements in this rule (see Section V).

D. 9VACS Chapter 60, Part II, Article 1 — NESHAPS ,
The facility is not subject to any Part 61 (40 CFR 61) emission standards.

9 BACT review for GHG emissions is required if a PSD permit is required for a criteria pollutant (6/23/14 SCOTUS decision).
10 COse is the emission rate of each GHG species multiplied by its respective global warming potential (40CFR Part 98).
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E. 9VACS Chapter 60, Part II, Article 2 - MACT

F.

The facility does not have the potential to emit (PTE) of any single HAP or combination of
HAPs in excess of the major source threshold; therefore, it is an area source of HAPs and not
subject to the “Stationary Combustion Turbine MACT” per 40 CFR Subpart YYYY. Subpart
YYYY establishes emission limitations and operating limitations for HAPs emitted from
stationary combustion turbines located at major sources for HAP emissions. There are no area
source MACT requirements that apply to the combustion turbines and the microturbines.

State Only Enforceable (SOE) Requirements (9VACS-80-1120 F)

Several Virginia regulations are enforceable only by the State Air Pollution Control Board and
its designee, DEQ. One example is 9VAC5-60-300 et seq., also known as the "State Air Toxics
rule." The State Air Toxics rule was developed as a health-based "stopgap" regulation to cover
emissions of HAPs by sources until EPA made a determination regarding emissions from those
source types. Once EPA has made a determination, the State Air Toxics no longer applies.

As noted in Table 2 of Section IV.A, the potential hourly and annual formaldehyde emission
rates exceed the exemption thresholds contained in 9VAC5-60-300C. Formaldehyde emissions
from the compressor turbines (CT-01, CT-02) will be limited in the permit to ensure the facility
complies with the significant ambient air concentration (SAAC) for formaldehyde. As discussed
in Section V, the facility is implementing an oxidation catalyst for VOC, as well as Vent Gas
Reduction System (VGRS) and capped ESD testing. Formaldehyde is also a VOC, therefore the
control requirements in the permit for VOC are considered BACT for formaldehyde (oxidation
catalyst system).

Formaldehyde (CAS 50-00-0) emission limitations and associated requirements are included in
the permit as SOE to implement the requirements of 9VAC5-60-300 et. seq. Neither the
inclusion of SOE requirements in this permit nor any resulting comment period make these
terms federally enforceable.

Emissions of hexane (CAS 110-54-3) were less than the exemption threshold. However the
applicant modeled hexane (conservatively, at twice the estimated hexane content expected in the
natural gas) and emissions were found to be in compliance with the SAAC. SOE requirement
for hexane include natural gas content analysis. Neither the inclusion of SOE requirements in
this permit nor any resulting comment period make these terms federally enforceable.

Best Available Control Technology Review (BACT)

BACT review is required for pollutants that trigger permitting (i.e., PM2.s and formaldehyde in this
case) through the use of available reduction techniques (i.e., control devices, adjustments to prevent
pollution formation, work practices, etc.) as applied to each affected emissions unit in the project
proposed by the applicant (9VAC5-80-1190.1.a, 9VACS5-50-240A, and 9VACS5-50-260). BACT
applies to each affected emissions unit and one of DEQ’s obligations for issuing a permit approval
is to ensure each emissions unit is designed to comply with BACT. This does not provide for
wholesale replacement of an emissions unit, or a fundamental aiteration of the emissions unit in the



MVP — Lambert Compressor Station
Registration No.: 21652

Engineering Analysis

06/16/2021

Page 10 of 19

application under review.!! For this permit action, the affected emissions units subject to BACT are
the natural gas-fired combustion turbines (CT-01, CT-02) and the five natural gas-fired
microturbines (MT-01 — MT-05).

The applicant provided supplemental information (dated June 30, 2020) that includes an evaluation
of the feasibility of using electric compressor turbines (ECT) over natural gas-fired combustion
turbines and a consideration of the pollution possibility for electric compression technology. This
information demonstrates that the electrical transmission infrastructure required for the use of ECTs
at the proposed Station does not exist. Therefore, if the substitution of ECTs for the proposed
combustion turbines was considered as a control technique in the context of a BACT determination,
the use of such ECTs at the proposed Station is not an available option for consideration. An
electric compressor station may or may not be an inherently lower pollutant process than a natural
gas-fired compressor station. This scenario is dependent upon the fuel source for electric generation
on the grid from which electric compressor station receives its electricity. If the source of the
electric compressor station's electricity comes from a coal-fired power plant, the overall air
pollution impact of the electric compressor station is worse than that of a natural gas-fired
compressor station. However, if the electricity comes from a natural gas-fired power plant, the
overall air pollution impact of an electric compressor station is likely to be approximately equal to
that of a natural gas-fired compressor station. The parameters in question, electric turbines with
electric transmission, are believed to fundamentally redefine the BACT approach for the proposed
combustion turbines and therefore BACT does not apply. DEQ does not substitute alternative
equipment for the affected emission units as part of the BACT review.

A BACT requirement considers whether an emission reduction meets BACT using various factors
including the cost of the control system divided by the amount of pollutant reduced; called 'cost
effectiveness'. BACT review is relative to a specific pollutant and a specific type of operation.
Generally, for BACT, sources undergo a review to compare the relative level of control with other
similar Virginia sources. Based on the potential impacts to the surrounding communities, the
source was also related to similar projects in other states.

BACT applicability is determined pollutant-by-pollutant, based on the corresponding permit
applicability thresholds. For a new stationary source, BACT shall apply for each pollutant with an
increase in the UER equal to or greater than the levels in 9VACS-80-1105C. In addition, sources
subject to the State Air Toxics Regulation that exceed the corresponding exemption threshold level
for a particular air toxic, must also apply BACT to minimize air toxic emissions. For the proposed
project, BACT is applicable for PM> s and formaldehyde.

The applicant submitted a Best Available Control Technology review for all units not exempted
under 9VAC5-80-1105B (see Section 5 of the application). Although a “top down” BACT review
is not required for minor NSR permits (required for PSD permits), the applicant utilized this
approach and prepared a “top down” BACT review for PMz s and formaldehyde emissions. The
applicant also provided a BACT review for NOx emissions even though BACT is not applicable to
NOx for this source. For this application, the primary affected emissions units are the natural gas-

1 Ajr Permitting Guidance Memo No. APG-350-Ch8 — “Air Permit Guidance for Control Technology Standards”, August 31,
2020.
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fired combustion turbines and microturbines.

Each affected emissions unit emitting a pollutant that is subject to permitting shall apply BACT for
that pollutant (9VAC5-50-260C). Under the minor NSR program, BACT is applicable for PM2:s
and formaldehyde emissions. The applicant provided a control technology review for each
pollutant. DEQ considers the control technology selected in the application to be valid (see Section
5 of the current application).

Combustion Turbines & Microturbines

PM; s Emissions:

The Solar Taurus 70 combustion turbine, Solar Mars 100 combustion turbine, and the Capstone
C200 microturbines will each generate PM> s emissions. Main sources of particulate emissions are
derivatives from the conversion of fuel sulfur to sulfates and ammonium sulfates; and from
unburned hydrocarbons. PM> s emissions include filterable and condensable particles with the
condensable materials accounting for a significant portion of PM> s emissions.'? Particulate matter
emissions include filterable and condensable forms and were derived from factors for pipeline
natural gas. Condensable particles are unable to be captured with add-on filter controls.

The applicant proposes pre-combustion control technologies such as use of clean-burning, low-
sulfur fuel, good combustion practices, and high efficiency inlet filters as BACT for all turbines.
Natural gas fuel contains fewer sulfur particles when compared to other fossil fuels (oil, coal)
making it a cleaner burning fuel. Good combustion practice ensures proper air/fuel mixing rations
in order to achieve complete combustion by reducing emissions of unburned hydrocarbons that can
lead to formation of PM2s emissions. The use of high efficiency inlet filtration on the inlet air will
minimize the entrainment of particulate matter into the turbine exhaust stream. The permit
establishes a visible emissions limit not to exceed 5% from natural gas combustion turbine.

Formaldehyde:

The Solar Taurus 70 combustion turbine, Solar Mars 100 combustion turbine, Capstone C200
microturbines, and gas heater are expected to emit formaldehyde. Formaldehyde is an organic
compound formed during incomplete combustion of fuel then released as a combustion byproduct.
The Solar combustion turbines are the largest contributor of uncontrolled formaldehyde emissions.
However, the combustion turbines (CT-01, CT-02) will employ oxidation catalyst for the
destruction of CO and VOCs at 92% and 90% respectively. Since formaldehyde is an organic HAP,
the use of oxidation catalyst technology is also considered BACT to control formaldehyde
emissions.

The uncontrolled formaldehyde emissions from the microturbines and gas heater are much lower at
0.15 tpy and 0.00025 tpy, respectively. Based on the low emission rates and small capacity of the
units, the applicant determined add-on control technologies to be technically infeasible for
formaldehyde (VOC) emissions.

12Ajr Permitting Guidance Memo No. APG-110 - “Air Permit Guidance for Condensable Emissions in Particulate Pollutants”,
8/28/2020.
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Additional Controls Not Required by BACT (9VACS5-50-260):

Although exempt from permitting and thus BACT review is not required, the facility has voluntarily
proposed the following control measures to further reduce NOx, CO, and VOC emissions that have
been included in the permit:

NOx

The applicant plans to further reduce NOx emissions from the combustion turbines through the use
of SCR control technology at 70 percent efficiency. The proposed control device is expected to
achieve a NOx exit concentration of 2.70 ppmv.

COo/NVOC

An oxidation catalyst system will be employed to provide control for CO emissions at 92 percent
efficiency and VOC emissions at 90 percent efficiency. The proposed control device is expected to
achieve CO and VOC exit concentrations of 2.0 and 0.50 ppmv, respectively.

Fugitive Leak Components
Natural gas contains VOCs. Fugitive emissions will be monitored by daily auditory/visual/olfactory

(AVO) and quarterly leak detection and repair (LDAR) techniques in accordance with Method 21
(or an optical gas-imaging camera).

Natural Gas Venting (Blowdown)

Natural gas contains VOCs. The Lambert Station has three anticipated activities or events that
result in releases of natural gas: turbine start-up; turbine shutdown; and site-wide emergency
shutdown (ESD) testing. The application included 52 startups and 52 shutdowns per turbine per
year (208 total events for both turbines), utilizing capped ESD testing practices and one site-wide
ESD testing event per year.'> Although permitting was not triggered for VOC, DEQ reviewed the
emissions from these operational practices and requested that the applicant review additional
controls for emissions generated during blowdown operations. Based on the applicants review of
start-up and shutdown, and other control options, the facility proposes a vent gas reduction system
(VGRS) to reduce emissions of VOC due to turbine venting related to start-up and shutdown. The
applicant revised the PTE emission estimates for planned depressurization events. Maintaining the
estimated 208 startup and shutdowns combustion events, the facility also maintains performing 24
blowdowns (12 each turbine) after startup, shutdown, or maintenance activity but “assumes” the use
of vent gas reduction (VGR). The VGRS is capable of reducing the system pressure to 30 psig prior
to atmospheric depressurization. The applicant proposed capped tests using block valves to ensure
negligible gas escapes during ESD testing. The use of VGRS and capped ESD testing can decrease
emissions by approximately 75% for GHG alone. While not the subject of Article 6 permitting, a
reduction in venting emissions also significantly reduces the amount of Methane emitted by more
than 75% as COze (126,349 tpy to 972 tpy).

Sulfur
A sulfur content of the natural gas of 1.1 grains per 100 scf has been established as a limitation in
the permit for the natural gas quality. The limitation is used as a means of demonstrating

13 Emission calculations assume one event per year for potential to emit.
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compliance with the sulfur dioxide emission limitations established in the permit. This limit is
consistent with compressor stations recently permitted by DEQ.

Summary of Potential Emissions Increase
As a new stationary source, the increase in potential emissions is equal to the permitted PTE. After
issuance of a permit, the PTE of the facility is summarized in the following table:

Table 3: Facility Potential to Emit

Pollutant Past PTE | Proposed PTE | Change in PTE

(tpy) (tpy) (tpy)

NOx 0 12.37 +12.37

CcO 0 17.28 +17.28
vOoC 0 3.33 +3.33

SOz 0 5.39 +5.39

PM/PM;6/PMa 5 0 10.36 +10.36
HAP (total) 0 1.09 +1.09

The table above represents total facility-wide emissions. Note that the annual emission limits for
pollutants whose emission rates are less than 0.5 tpy are not listed in the permit. This is the case for
the annual emission rates of VOC, SO, and PMz2 5 for the microturbines.

Detailed emission calculations and vendor data provided by the applicant are included in the source
application, Appendix B.

VII. Dispersion Modeling
A. Criteria Pollutants
A cumulative air quality analysis via dispersion modeling was conducted to demonstrate
compliance with the National Ambient Air Quality Standards (NAAQS) for NO2 (1-hour and
annual averaging periods), CO (1-hour and 8-hour averaging periods), PMio (24-hour
averaging period) and PM2 5 (24-hour and annual averaging periods).

For the impact of the VOC emissions, a quantitative’analysis was performed in accordance
with current EPA guidance.

Modeling was completed by the applicant and the protocol submitted to the Office of Air
Quality Assessments for analysis. The NAAQS analysis included emissions from LCS,
emissions from existing sources from Virginia, and representative ambient background
concentrations of NOz, CO, PMio, and PM25. The modeling analysis was approved on July
9, 2020 and demonstrated compliance with the applicable NAAQS. The table below
summarizes the criteria pollutant modeling analysis results:
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Pollutant Total Modeled HAmibient Total
. . Background . NAAQS
(averaging Concentration . Concentration i
eriod) (ug/m?) Concentration (ug/m?) (ng/m?)
P (ng/m*) , ~
NO2 (1-hr) 178.8 - 178.8 188
NO; (annual) 21.8 13.2 35.0 100
CO (1-hr) 2,151 1,955 4,106 40,000
CO (8-hr) 1,106 1,495 2,601 10,000
PM: 5 (24-hr) 5.8 17 23.0@ 35
PMz 1.0 6.9 7.99 12
(annual)
PM (24-hr) 9.1 22 31.1 150

() Season and hour of day varying.
@ Total concentration includes the contribution from secondary PMa 5 formation.

B. State Air Toxic Pollutants

Modeling is also required if potential State Air Toxic pollutant emissions (after issuance of the
permit) exceed the exemption thresholds included in 9VAC5-60-300 C. Based on toxic
pollutant emission calculations, after controls formaldehyde emissions from the proposed
facility exceeds exemption thresholds and require modeling. Due to Virginia’s recent permit
activities for compressor stations, DEQ requested that the applicant include a modeling
analysis for formaldehyde and hexane in order to determine the Predicted Ambient Air
Concentration (PAAC) and to compare those values against their respective Significant
Ambient Air Concentration (SAAC).

Modeling was completed by the applicant and protocol submitted to the Office of Air Quality
Assessments for review. The modeling analysis was approved on July 9, 2020 and
demonstrates compliance with the applicable SAAC. The table below summarizes the toxic

pollutant modeling analysis results:

Modeled
Air Toxic Pollutant Scenario Concentration| SAAC
(averaging period) (PAAC) (ng/m®)
(ng/m’)
Formaldehyde (1-hour) 50% Load 2.8 62.5
Formaldehyde (1-hour) 75% Load 2.8 62.5
Formaldehyde (1-hour) 100% Load 2.8 62.5
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Modeled
Air Toxic Pollutant . Concentration | SAAC
. . Scenario ;
(averaging period) (PAAC) (ng/m°)
(ng/m’)
Startup
Formaldehyde (1-hour) (blended with 50% 11.2 62.5
load)
Shutdown
Formaldehyde (1-hour) (blended with 50% 8.6 62.5
load)
Formaldehyde (annual) 50% Load 0.050 2.4
Formaldehyde (annual) 75% Load 0.050 24
Formaldehyde (annual) 100% Load 0.050 2.4
Hexane (1-hour) Ig;‘&fgvg";‘;‘;’)“ | 1,298 8,800
Emergency Shutdown
Hexane (1-hour) M 5,435 8,800
(with Pigging)

Hexane (annual) L(]::;f i::;i:;l 0.276 352
Hexane (annual) Emczrvfirﬁcgi:;l:;own 0.228 352
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DThe emergency shutdown scenario reflects an actual emergency scenario. These testing events
are capped to limit the amount of gas released into the atmosphere. Even though emergency
conditions are not typically required to be modeled, these data are provided as part of the analysis

for informational purposes only.

C. Other Modeling Considerations:

Ozone

An assessment to estimate the impact on ozone from the proposed facility’s NOxand VOC
emissions was conducted. The calculated impact was approximately 0.05 parts per billion (ppb) of
ozone. The monitored ozone design value for the area is approximately 59 ppb for the period
2017 through 2019. This results in a total design value equal to 59.05 ppb which is well below

the 8-hour ozone NAAQS of 70 ppb.

A copy of the Air Quality Analysis Memorandum is provided as Attachment 2.

D. Environmental Justice Considerations

Environmental Justice is defined by the Virginia Environmental Justice Act (VEJA) as “the fair
treatment and meaningful involvement of every person, regardless of race, color, national origin,
faith, disability, or income, in the development, implementation, and enforcement of
environmental laws, regulations, and policies.” Va. Code §2.2-234. Recent changes to the State
Air Pollution Control Law also expressly make it a purpose of DEQ to “further environmental
justice” in permitting actions. Va. Code § 10.1-1183. Similarly, environmental Justice is
defined by the EPA as the fair treatment and meaningful involvement of all people regardless of
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race, color, faith, national origin, or income, in the development, implementation, and
enforcement of environmental laws, regulations, and policies. EPA defines fair treatment to
mean no group of people should bear a disproportionate share of the negative environmental
consequences resulting from industrial, governmental and commercial operations or policies.
Executive Order 29 (issued by Governor Northam on January 22, 2019) uses the same definition
and established the Virginia Council on Environmental Justice (VCEJ).

DEQ requested that the applicant conduct an environmental justice review. The applicant
submitted a supplement to the application dated 9/17/2020 with this review. To help identify
potential impacts on minority and low-income populations, the applicant used both desk-top
information, such as census data obtained from the Environmental Protection Agency’s
environmental justice screening and mapping tool, “EJSCREEN” and field studies to confirm the
results. DEQ also conducted its own review, and the results of that review are discussed in the
response to comments document.

The review describes the applicant’s community engagement efforts to enhance meaningful
involvement by environmental justice community members. Further, the review provides an
evaluation of impacts from the proposed Station, and concludes that no environmental justice
community bears a disproportionate share of any such impacts. Impacts analyzed include: air
emissions and health impacts, cumulative exposures from other sources of pollution, cultural and
historic resources, noise, dust, traffic and emergency services, safety, and other perceived
impacts based on comments from community members during outreach.

DEQ has taken several actions in pursuit of the environmental justice principles of fair treatment
and meaningful involvement.

Land & Heritage Consulting Study
The applicant also contracted with a third party consulting agency to supplement and expand
upon its environmental justice review.

Meaningful Involvement

Using broader definitions than those in VEJA, Land & Heritage Consulting identified multiple
communities throughout Pittsylvania County who meet the criteria for designation as
Environmental Justice communities were identified. The study indicated limitations such as
travel, pandemic confines and community protests (e.g., social issues on a national level) having
an impact on the time spent “ground-truthing” the study. The review indicated having the
following goals: (1) identify potential environmental justice communities and ways in which
they anticipate impact; and (2) identify potential actions community members believe could be
taken to ensure fair treatment and meaningful involvement in the impact and outcome of the
proposed Station”.* The community impact assessment lasted from May 2020 through August
0f 2020.

The review involved a desktop geospatial analysis that spanned a 10 mile radius, followed by an

14 Land & Heritage Consulting, LLC, “Community Impact Assessment of Lambert Compressor Station”, Appendix A, MVP supplemental application,
September 2020.
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outreach/interview approach to increase available participants. The report covered topics such
as: geographical context, methods of parameter and scope (census tracts, analysis criteria),
cultural community identification, techniques and approaches to spatial data analysis,
community interview collection, results, conclusion and recommendations.

Disproportionate Impact

The study states that, based on expanded environmental justice definitions, all census tracts
within a 10-mile radius were considered environmental justice communities. It suggests that
planning and siting activities require special consideration towards the needs and concerns of the
communities in these areas. Most of the respondents were not familiar with the proposed
Station, but those who were expressed comfort with the proposed location, citing its proximity to
another existing compressor station and appreciated the applicant’s use of existing corridors and
already impacted landscapes. Other respondents focused on issues such as discovery of
sensitive artifacts or remains, landscape issues, and expressed discomfort with the proposed
pipeline, having concerns about the risk of further degradation of community health, as well as
ecosystem and water quality associated with the project.

Respondents expressed some level of discomfort, distrust or skepticism about the parent
company, MVP. The distrust was lower among both Indigenous and non-Indigenous
respondents who currently worked in fields related to construction, engineering, or
transportation. In an attempt to reach all communities, at the time of this review, a response was
not received from an African-American community of “Freedmen” descendants dispersed
throughout Chatham and the broader census tracts approximately 14 miles south of the proposed
Station.

The report summarized replies according to Indigenous and non-Indigenous community
respondents from the 10-mile radius. The areas of concern for non-Indigenous respondents were
categorized as: 1) Critical Service Provision, 2) Safety & Policing, and 3) Recreation,
Landscape and Way of Life Preservation. The areas of concern from Indigenous respondents
were classified as: 1) Landscape, Artifacts, and Sense of Place, 2) Identity, Livelihood & Sense
of Community, 3) Language & Governance, and 4) Spirituality, Ceremony & Traditional
Knowledge. For more details regarding the responses, refer to Appendix A of the supplement to
the application received 9/16/2020.

VIII. Compliance Demonstration

Turbines (CT-01, CT-02)

For proper operation of the SCR system, the permit requires monitoring of the turbine inlet air
temperature, ammonia injection rate, catalyst bed inlet gas temperature, pilot operating point,
turbine load, and catalyst bed differential pressure. For the oxidation catalyst system, the permit
requires monitoring of catalyst bed inlet temperature and catalyst bed differential pressure.

The applicant must develop a monitoring plan for the turbine monitoring parameters. The turbines
must also be tested bi-annually for CO, PMjo, PM25and VOC. The time between bi-annual tests
must not exceed 26 calendar months. The applicant is required to validate the monitoring ranges
during each performance test. Continuous emission monitoring system (CEMS) will be used to
demonstrate NOx emissions. Performance evaluations of the CEMS shall be conducted in
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accordance with 40 CFR Part 60, Appendix B, and take place during the performance test or within
30 days thereafter. The inlet filters will be maintained in accordance with the manufacturer's
recommendations.

The VGRS allows for "pressurized hold' by maintaining a seal gas pressure sufficiently higher than
the compressor case pressure. A test to determine the appropriate range for each turbine is required
using Method 21 or an optical gas imaging camera to ensure no leakage. Records of the daily AVO
and quarterly LDAR surveys are also required, as well as corrective actions taken.

Microturbines (MT-01 — MT-05)

The applicant must develop a monitoring plan for the microturbines’ monitoring parameters. The
microturbines are relatively small units, each having a heat input rating of 2.28 MMBtwhr. The
highest pollutant emission rate is NOyx a combined total of 0.4 tpy for all five units. Based on their
small size and low emissions, an initial performance test is required to establish estimated emission
limits. Continuing compliance will be demonstrated through visible emission observation,
evaluations and recordkeeping

Other Records

Records of fuel combusted, venting events, and scheduled and unscheduled maintenance must be
maintained for each unit. Records must also be maintained for exempt equipment in accordance
with 9VAC5-80-1105A.4.

Title V Review — 9VACS5 Chapter 80 Part IT Article 1

After issuance of this permit, the facility does not have a PTE for any pollutant greater than the
respective Title V major source threshold. The facility is not in a category required to obtain a Title
V permit regardless of emission rate. Title V permitting does not apply.

Public Participation and Notifications

9VACS5-80-1170D states that prior to a decision of the board, minor NSR permit applications that have
the potential for public interest concerning air quality, as determined by the board, shall be subject to a
public comment period of at least 30 days. At the end of the public comment period, a public hearing
shall be held according to 9VACS5-80-1170E.

§10.1-1307.01 B of the Air Pollution Control Board law requires that before granting a permit for a new
fossil fuel fired compressor station facility used to transport natural gas if the Board finds that there is a
locality particularly affected by such a permit. ' Pittsylvania County has been determined to be a
locality particularly affected by the proposed facility because the locality bears an identified
disproportionate material air quality impact that would not be experienced by other localities. For
purposes of applicability of this regulation, DEQ is conservatively assuming that an increase in
emissions greater than 1.0 pg/m? is considered an “identified disproportionate material air quality
impact”. The dispersion modeling results were compared to the NAAQS and SAAC and those
comparisons demonstrate that the air quality impact of all pollutants is lower than the NAAQS and
SAAC (see Section VII and Attachment 2).

15Code of Virginia: “locality particularly affected” means any locality that bears any identified disproportionate material air quality impact that would not be
experienced by other localities (§ 10.1-1307.01).
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The following steps will be taken regarding soliciting public comment and participation for the proposed

facility:

DEQ shall publish a public notice in the Chatham Star-Tribune to notify the public of an
Informational Briefing on this proposed permit, at least 15 days prior to the date of the briefing.
The public notice was published on December 16, 2020.

DEQ shall hold an Informational Briefing on January 7, 2021 to share information about the
proposed permit.

DEQ shall publish a public notice in the Chatham Star-Tribune to notify the public of a Public
Hearing to be held at least 30 days after the publication date of the public notice. In addition,
the notice will include a notification of a public comment period to start on the date of the
publication and ending no earlier than 30 days after the Public Hearing. The public notice was
published on January 8, 2021, the Public Hearing was held on February 8, 2021 and the public
comment period ended on April 9, 2021.

DEQ shall post such copies of these notices on the agency’s website and social media accounts
and will send copies to local civic groups, churches, schools, and libraries including the
following: tribal communities, medical centers, chief elected officials of Chatham and
Pittsylvania County government, chief administrative officer of Pittsylvania County, Pittsylvania
County administrators, local planning commission, regional planning district commission, and
Pittsylvania County district representatives from the Virginia General Assembly.

The applicant shall publish a notice in the Chatham Star-Tribune at least 60 days prior to the
close of any public comment period. Copies of the notice shall also be sent to: the chief elected
official of, chief administrative officer of, and planning district commission for Pittsylvania
County; every public library and public school located within five miles of the Station; and the
owner of each parcel of real property that is depicted as adjacent to the facility on the current
real estate tax assessment maps of the locality. The public notice was published on January 6,
2021.

Public comments will be reviewed and responded to by DEQ. A copy of those comments and
responses will be available separate from this document.

Other Considerations

None.

Recommendations
Approval of the draft permit is recommended.

Attachments

Attachment 1 — Frequently Used Permitting Terms
Attachment 2 — Air Quality Modeling Memorandum
Attachment 3 — DEQ EJ SCREEN Report
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Frequently Used Terms

@15% O2 — A notation indicating that the concentration is mathematically corrected from
the actual stack conditions to a comparable set of conditions. This prevents a source from
adding additional ambient air just prior to the testing instrumentation to dilute the
concentration of the pollutant being measured. This is not an issue with a mass emission
rate since dilution does not change the mass of the pollutant emitted. The pound per million
(ppm) limitations are corrected to 15% Oa.

Blowdown — A venting event where piping at the facility must be emptied of natural gas; a
site-wide blowdown is when all piping at the facility must be emptied.

Catalyst — A substance that changes the reaction speed but does not participate in the
reaction.

CO - Carbon monoxide, a pollutant with a NAAQS.
Fugitive — Describes a type of emissions that occur but cannot be reasonably collected.

COse — “Carbon dioxide equivalent”, a term to describe different greenhouse gases in a
common unit. For any quantity and type of greenhouse gas, COze signifies the amount of
CO, which would have the equivalent global warming impact.

GHG - “Greenhouse gas”, gases consisting of carbon dioxide, methane, nitrous oxide and
fluorinated compounds that trap heat in the atmosphere. The proposed Titan 130
combustion turbines will emit CO2, CHa, and N2O.

ISO conditions — Properties of a gas change based on the gas temperature and pressure
exerted on the gas. In order to have a meaningful discussion regarding any gases, these
variables must be defined. While several methods exist to define these variables, the
International Organization for Standardization (ISO) defines the conditions as 59°F and 14.7
pounds per square inch (psi).

LDAR — Leak Detection and Repair — usually refers to a program a source uses to monitor
various pieces of equipment at a facility that may be prone to leaking and fix leaks as
detected

MACT — Maximum Achievable Control Technology; federal regulations for certain types of
equipment; used in this analysis to refer to such standards promulgated in 40 CFR Part 63,
which are technology based.

MMBtu — Million British thermal units — a measure of energy
NAAQS — National Ambient Air Quality Standard; a federal standard for the maximum
concentration of a certain air pollutant in the ambient air in the country that is protective of

human health. CO, O3, NO2, PMio, PMa2 s, SO2, and lead are the pollutants with NAAQS.

NESHAPS — National Emission Standards for Hazardous Air Pollutants; federal regulations
for certain types of equipment; used in this analysis to refer to such standards promulgated
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in 40 CFR Part 61, which are risk based.

NOx — Nitrogen oxides or oxides of nitrogen — a surrogate for the amount of NO; (a
pollutant with a NAAQS) being emitted; a pollutant that forms ozone when the atmosphere
has favorable conditions (hot and dry with enough VOC).

NSPS — New Source Performance Standard; federal regulations for certain types of
equipment.

Open flare — A stack-like device with a continuous flame at the tip, such that when a
flammable gas flows, the ‘pilot flame’ ignites the gas prior to exiting the flare stack; also
described as a candlestick flare for its similarity in appearance to a large candle.

Pigging — The method of removing liquids from the piping; liquids can be generated due to
the high pressure of the gas causing some components to condense in the piping. No pigging

operations are performed at this site.

PM — Particulate matter of a certain size that only includes the portion that can be filtered
when emitted.

PM;¢ and PM2 s — Particulate matter of a certain size that includes both the portion that can
be filtered when emitted and the portion that is a gas when emitted and later condenses; both
pollutants have a NAAQS.

pph, Ib/hr — pound per hour — a short-term mass emission rate

ppm — parts per million — A concentration that can be converted to a mass emission rate.

ppmvd — parts per million, volumetric dry.

PSD — Prevention of Significant Deterioration; a pre-construction permitting program that
applies to large sources.

PTE — potential to emit — the maximum ability of a source to emit pollutants considering
permit limitations

Stoichiometric — Chemical reactions rely on the correct amount of each chemical. The ideal
amount of each chemical is the ‘stoichiometric’ amount or ratio.

TPY, tpy, ton/yr — ton per year — a long-term mass emission rate

Vent Gas Reduction System (VGRS) — A system, including an electrically-driven
compressor, which reduces the amount of natural gas released to the atmosphere during
combustion turbine shutdowns by maintain sufficient pressure to ensure that the compressor
seal remains intact during combustion turbine shutdowns.

VOC - Volatile Organic Compounds — A group of chemicals that form ozone when the
atmosphere has favorable conditions (hot and dry with enough NOx).
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MEMORANDUM

DEPARTMENT OF ENVIRONMENTAL QUALITY
Office of Air Quality Assessments

1111 East Main Street, Richmond, VA 23219
22" Floor 804/698-4000

To:

Paul Jenkins, Air Permit Manager (BRRO)

From: Office of Air Quality Assessments (AQA)

Date: July 9, 2020

Subject: Air Quality Analysis — MVP Southgate Lambert Compressor Station

L

Project Background

Mountain Valley Pipeline, LLC (MVP) is proposing to construct and operate the MVP Southgate Lambert
Compressor Station (LCS) in Pittsylvania County, Virginia, near the town of Chatham. The proposed facility
will consist of two natural gas-driven turbines, one Solar Taurus 70 compressor turbine (11,146 horsepower
(hp)) and one Solar Mars 100 compressor turbine (16,610 hp), five Capstone microturbines rated at 200
kilowatts each, one 0.77 MMBtwhr natural gas-fired heater, two 10,000 gallon produced fluid tanks, gas -
filter/separators, gas coolers, inlet air filters, exhaust silencers, and blowdown silencers.

The proposed LCS meets the definition of minor source under 9 VAC 5 Chapter 80, Article 6 (Permits for New
and Modified Stationary Sources) of the Commonwealth of Virginia Regulations for the Control and Abatement
of Air Pollution. The DEQ required an air quality analysis in order to assess the potential impacts to ambient air
quality. Modeling was conducted for nitrogen dioxide (NOz), carbon monoxide (CO), particulate matter having
an aerodynamic diameter equal to or less than 2.5 microns (PM ), and particulate matter having an
aerodynamic diameter equal to or less than 10 microns (PMio).

Toxics modeling was also conducted for hourly and annual formaldehyde and hexane emissions to demonstrate
compliance with their respective Significant Ambient Air Concentrations (SAAC) as definedin 9 VAC 5
Chapter 60, Article 5 (Emission Standards for Toxic Pollutants from New and Modified Sources) of the
Commonwealth of Virginia Regulations for the Control and Abatement of Air Pollution (YVACS5-60-300 et al).
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Modeling Methodology

The air quality modeling analysis conforms to 40 CFR Part 51, Appendix W -
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Guideline on Air Quality Models and was performed in accordance with approved
modeling methodology. The air quality model used for the analyses was AERMOD
(Version 19191). AERMOD is the preferred EPA-approved regulatory model for near-
field applications.

Additional details on the modeling methodology are available in the applicant’s
June 2020 air quality dispersion modeling report.

Modeling Results

A. NAAQS Analysis

A cumulative modeling analysis was conducted to assess compliance with the
National Ambient Air Quality Standards (NAAQS) for the pollutants and
averaging periods listed in Table 1. The NAAQS analysis included emissions
from the proposed facility, emissions from existing sources from Virginia, and
representative ambient background concentrations. The ambient background
concentrations in Table 1 have been updated to the most recent design values
(2017-2019). The results of the NAAQS analysis are presented in Table 1 and
demonstrate modeled compliance with the applicable

NAAQS.
Table 1
NAAQS Modeling - Cumulative Impact Results
Ambient
Averaging Tiotal Modqled Background i . NAAQS
Pollutant . Concentration . Concentration 3
Period \ Concentration 3 (ng/m?)
NO; 1-hour 178.8 - 178.8 188
NO, Annual 21.8 13.2 35.0 100
CO 1-hour 2,151 1,955 4,106 40,000
CO 8-hour 1,106 1,495 2,601 10,000
PMs | 24-hour 5.8 17 23.0%) 35
PM;s | Annual 1.0 6.9 7.9 12
PMio 24-hour 9.1 22 31.1 150

(1) Season and hour of day varying.
(2) Total concentration includes the contribution from secondary PM s formation.

A source contribution analysis of the maximum 1-hour NO2 total concentration of
178.8 ug/m3 from the NAAQS analysis is provided in Table 2. The table clearly
illustrates that the contribution from the proposed LCS to this concentration is
relatively small when compared to the adjacent Transco Compressor Station 165.
DEQ has required that Transco Station 165 install and operate an NO2 ambient
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monitor as close as possible to the maximum modeled impact in order to ensure
continuing compliance with the 1-hour NO2 NAAQS. This requirement is detailed
in Condition 49 of the NSR permit issued to Transco Station 165 on January 28,

2020.
Table 2
Source Contribution Analysis - Maximum 1-Hour NO, Concentration
Cogtﬁbuﬁng Source Cor(lﬁ‘;r;g?‘;lon
Transco Compressor Station 165 116.85
Lambert Compressor Station 1.04
Other Modeling Inventory Sources 0.04
Background Air Quality 60.86
Total Concentration 178.8

Additionally, Table 3 presents the maximum modeled design concentrations from the
proposed LCS sources only at any location within the modeling domain. As shown in the
table, the LCS has a relatively small overall impact relative to the NAAQS and the total
modeled concentrations presented in Table 1.

Table 3
NAAGQS Modeling — Lambert Compressor Station Sources Only Impact Results

Modeled Design
Pollutant Averaging | Concentration - LCS | NAAQS % of
Period Sources Only!) (pgm’) | NAAQS
(pg/m’)

NO2 1-hour 17.48 188 9.3
NO2 Annual 1.36 100 1.4

CO 1-hour 156.37 40,000 04

CcoO 8-hour 47.74 10,000 0.5
PM>s 24-hour 0.79% 35 2.3
PMas Annual 0.14® 12 1.2
PMio 24-hour 1.27 150 0.8

(1) Design concentrations are based on model output in the form of
the NAAQS from the LCS sources only.

@) Includes the contribution from secondary PM s formation from the LCS sources
only.

B. Toxics Analysis

The proposed facility is subject to the state toxics regulations at 9VAC5-60-300 et al. An
analysis was conducted in accordance with the regulations and the predicted concentrations
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for each modeled toxic pollutant were below their respective SAAC. Table 4 summarizes the toxic
pollutant modeling analysis results.

Table 4
Toxics Analysis Maximum Predicted Concentrations
) . Modeled
Piicl)xtlc . AI\)Ier.ag(;ng Scenario Concentration (S‘;/A(S)
ollutan erio (ng/m) pg/m
Formaldehyde | 1-hour 50% Load 2.8 62.5
Formaldehyde | 1-hour 75% Load 2.8 62.5
Formaldehyde | 1-hour 100% Load 2.8 62.5
Startup
Formaldehyde | 1-hour (blended with 50% load) 11.2 62.5
Shutdown
Formaldehyde | 1-hour (blended with 50% load) 8.6 62.5
Formaldehyde | Annual 50% Load 0.050 24
Formaldehyde | Annual 75% Load 0.050 2.4
Formaldehyde | Annual 100% Load 0.050 2.4
Unit Blowdown
Hexane 1-hour (with Pigging) 1,298 8,800
Emergency Shutdown(V
Hexane 1-hour (with Pigging) 5,435 8,800
Unit Blowdown
Hexane Annual (with Pigging) 0.276 352
(6]
Hexane | Annual | Cmergency Shutdown 0.228 352
(with Pigging)

® The emergency shutdown scenario reflects an actual emergency scenario. These testing
events are capped to limit the amount of gas released into the atmosphere. Even though
emergency conditions are not typically required to be modeled, these data are provided as
part of the analysis for informational purposes only.

Ozone

C. Other Modeling Considerations

An assessment to estimate the impact on ozone from the proposed facility’s NOx and VOC emissions was
conducted. The conservatively calculated impact was approximately 0.05 parts per billion (ppb) of ozone. The
monitored ozone design value for the area is approximately 59 ppb for the period 2017 through 2019. This results
in a total design value equal to 59.05 ppb which is well below the 8-hour ozone NAAQS of 70 ppb.
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2 miles Ring Centered at 36 826783, -79 341626, VIRGINIA, EPA Region 2

Approximate Population: 411
Input Area {sg. miles}: 12.56
Lamber Compressor Station
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Approximate Population: 411

Input Area [sq. miles): 12.56

Lambert Compressor Station
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Approximaie Population: 4,985
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Lamkbert Compressor Siation
_ State EPA Region USA
SRRV Percentile Percentile Percentile
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Ef index for MATA" Diesel PM 85 &8 50
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Lambtert Compressor Station
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iy EPA 55 umme EISCREEN Report (Version 2020)
5 miles Ring Centered at 35.826783,-79.341626, VIRGINIA, EPA Region 3
Approximate Population: 4,885
input Arez {sq. mies): 78.53

Lambert Compressor Station .
B o dun s value | state | %ilein R:;in ﬂ::;" usa | %dein
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MEMORANDUM

DEPARTMENT OF ENVIRONMENTAL QUALITY
Office of Air Quality Assessments

1111 East Main Street, Richmond, VA 23219
22" Floor 804/698-4000

To:  Paul Jenkins, Air Permit Manager (BRRO)
From: Office of Air Quality Assessments (AQA)
Date: July 9, 2020

Subject: Air Quality Analysis — MVP Southgate Lambert Compressor Station

I.  Project Background

Mountain Valley Pipeline, LLC (MVP) is proposing to construct and operate the MVP
Southgate Lambert Compressor Station (LCS) in Pittsylvania County, Virginia, near the town of
Chatham. The proposed facility will consist of two natural gas-driven turbines, one Solar

Taurus 70 compressor turbine (11,146 horsepower (hp)) and one Solar Mars 100 compressor
turbine (16,610 hp), five Capstone microturbines rated at 200 kilowatts each, one 0.77
MMBtwhr natural gas-fired heater, two 10,000 gallon produced fluid tanks, gas filter/separators,
gas coolers, inlet air filters, exhaust silencers, and blowdown silencers.

The proposed LCS meets the definition of minor source under 9 VAC 5 Chapter 80, Article 6
(Permits for New and Modified Stationary Sources) of the Commonwealth of Virginia
Regulations for the Control and Abatement of Air Pollution. The DEQ required an air quality
analysis in order to assess the potential impacts to ambient air quality. Modeling was conducted
for nitrogen dioxide (NO2), carbon monoxide (CO), particulate matter having an aerodynamic
diameter equal to or less than 2.5 microns (PM-2.5), and particulate matter having an
acrodynamic diameter equal to or less than 10 microns (PM-10).

Toxics modeling was also conducted for hourly and annual formaldehyde and hexane emissions
to demonstrate compliance with their respective Significant Ambient Air Concentrations
(SAAC) as defined in 9 VAC 5 Chapter 60, Article 5 (Emission Standards for Toxic Pollutants
from New and Modified Sources) of the Commonwealth of Virginia Regulations for the Control
and Abatement of Air Pollution (9 VAC 5-60-300 et al).
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Modeling Methodology

The air quality modeling analysis conforms to 40 CFR Part 51, Appendix W - Guideline on Air
Quality Models and was performed in accordance with approved modeling methodology. The
air quality model used for the analyses was AERMOD (Version 19191). AERMOD is the
preferred EPA-approved regulatory model for near-field applications.

Additional details on the modeling methodology are available in the applicant’s June 2020 air
quality dispersion modeling report.

Modeling Results
A. NAAQS Analysis

A cumulative modeling analysis was conducted to assess compliance with the National
Ambient Air Quality Standards (NAAQS) for the pollutants and averaging periods
listed in Table 1. The NAAQS analysis included emissions from the proposed facility,
emissions from existing sources from Virginia, and representative ambient background
concentrations. The ambient background concentrations in Table 1 have been updated
to the most recent design values (2017-2019). The results of the NAAQS analysis are
presented in Table 1 and demonstrate modeled compliance with the applicable
NAAQS.

Table 1
NAAQS Modeling - Cumulative Impact Results
Ambient
p Averaging Total Mode}ed Background Total . NAAQS
ollutant . Concentration : Concentration 3
Period (ug/m’) Concentration (ng/m?) (ng/m)
(ug/m’)
NO; 1-hour 178.8 - 178.8 188
NO, Annual 21.8 13.2 35.0 100
CO 1-hour 2,151 1,955 4,106 40,000
CO 8-hour 1,106 1,495 2,601 10,000
PM-2.5 | 24-hour 5.8 17 23.09 35
PM-2.5 | Annual 1.0 6.9 7.99 12
PM-10 24-hour 9.1 22 31.1 150

(1) Season and hour of day varying.
@ Total concentration includes the contribution from secondary PM-2.5 formation.

A source contribution analysis of the maximum 1-hour NO; total concentration of 178.8
pg/m’ from the NAAQS analysis is provided in Table 2. The table clearly illustrates that the
contribution from the proposed LCS to this concentration is relatively small when compared
to the adjacent Transco Compressor Station 165. DEQ has required that Transco Station
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165 install and operate an NO, ambient monitor as close as possible to the maximum-
modeled impact in order to ensure continuing compliance with the 1-hour NO2 NAAQS.
This requirement is detailed in Condition 49 of the NSR permit issued to Transco Station
165 on January 28, 2020.

Table 2
Source Contribution Analysis - Maximum 1-Hour NO; Concentration
o Concentration

Contributing Source (ng/m?)

Transco Compressor Station 165 116.85
Lambert Compressor Station 1.04
Other Modeling Inventory Sources 0.04
Background Air Quality 60.86
Total Concentration 178.8

Additionally, Table 3 presents the maximum modeled design concentrations from the
proposed LCS sources only at any location within the modeling domain. As shown in the
table, the LCS has a relatively small overall impact relative to the NAAQS and the total
modeled concentrations presented in Table 1.

Table 3
NAAQS Modeling — Lambert Compressor Station Sources Only Impact Results
Modeled Design
Pollutant Averaging | Concentration-LCS | NAAQS % of
Period Sources Onty” (ugm®) | NAAQS
(ng/m*)

NO; 1-hour 17.48 188 93
NO; Annual 1.36 100 1.4
CcO 1-hour 156.37 40,000 0.4
CO 8-hour 47.74 10,000 0.5
PM-2.5 24-hour 0.79@ 35 2.3
PM-2.5 Annual 0.149@ 12 1.2
PM-10 24-hour 1.27 150 0.8

M Design concentrations are based on model output in the form of the NAAQS from the
LCS sources only.
@ 1ycludes the contribution from secondary PM-2.5 formation from the LCS sources only.

B. Toxics Analysis

The proposed facility is subject to the state toxics regulations at 9 VAC 5-60-300 et al. An
analysis was conducted in accordance with the regulations and the predicted concentrations
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for each modeled toxic pollutant were below their respective SAAC. Table 4 summarizes
the toxic pollutant modeling analysis results.

Table 4
Toxics Analysis Maximum Predicted Concentrations
Toxic Averaging . Modeled_ SAAC
Pollutant Period Scenario Concentration (ng/m?)
(gm | ¥
Formaldehyde | 1-hour 50% Load 2.8 62.5
Formaldehyde | 1-hour 75% Load 2.8 62.5
Formaldehyde 1-hour 100% Load 2.8 62.5
Startup
Formaldehyde | 1-hour (blended with 50% load) 11.2 62.5
Shutdown
Formaldehyde 1-hour (blended with 50% load) 8.6 62.5
Formaldehyde | Annual 50% Load 0.050 24
Formaldehyde | Annual 75% Load 0.050 24
Formaldehyde | Annual 100% Load 0.050 24
Hexane | 1-hour Unit Blowdown 1,298 8,800
(with Pigging)
: 6] .
Hexane lhour | Emergency Shutdown 5,435 8,800
(with Pigging)
Hexane | Annual Unit Blowdown 0.276 352
(with Pigging) .
1
Hexane | Anmual | Loicrecncy Shutdown 0.228 352
(with Pigging)

M The emergency shutdown scenario reflects an actual emergency scenario. These testing events are
capped to limit the amount of gas released into the atmosphere. Even though emergency conditions are
not typically required to be modeled, these data are provided as part of the analysis for informational
purposes only.

C. Other Modeling Considerations

Ozone

An assessment to estimate the impact on ozone from the proposed facility’s NOx and VOC
emissions was conducted. The conservatively calculated impact was approximately 0.05
parts per billion (ppb) of ozone. The monitored ozone design value for the area is
approximately 59 ppb for the period 2017 through 2019. This results in a total design value
equal to 59.05 ppb which is well below the 8-hour ozone NAAQS of 70 ppb.
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Attachment E — Public Participation Report

Lambert Compressor Station

This report contains the following sections:

1. List of Recipients of the Email and Postal Mail Notifications & Outreach Meeting
2. List of Commenters from the Public Comment Period
3. Copy of the actual comments that were received

Social Media Efforts
o Twitter (4 tweets)
¢ Facebook (5 posts)
e Nextdoor (4 notifications)
e Constant Contact (4 emails)

Social media posts were viewed 6,725 times.

Other Qutreach

e Radio PSA on WAKG (Danville) and WKBY (Chatham)
e Draft permit for the proposed project sent to the Chatham main library (and Bookmobile)
and the Chatham History Research Center and Library
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List of Recipients of the Email and Postal Mail Notifications & Outreach Meeting

Four email notifications were sent:

December 17, 2020 — Comment period, briefing and hearing announcement
January 6, 2021 — Briefing Reminder

February 4, 2021 — Hearing Reminder

March 9, 2021 — Comment Period Extension

Three separate postal mail notifications were sent.
Staff attended one virtual meeting.

Email Notifications

Chatham Baptist Church

Cornerstone Church of Christ

Emanuel Episcopal Church

Heritage Academy

Hollywood Baptist Church

Marion Baptist Church

New Bethel Church of the Brethren

Open Bible Baptist Church

Shockoe Missionary Baptist Church

Gods Final Call and Warning Inc.
Chestnut Level Baptist

Watson Memorial United Methodist

The Word Church

Chatham Christian Church

Concord United Methodist Church

Green Rock Gasemane Pentecostal Faith Church
Aglow International

Alternative School

Career & Tech Center

Chatham High School (3 recipients)
Chatham Elementary School (2 recipients)
Chatham Middle School (3 recipients)
Hargrave Military Academy (3 recipients)
Pittsylvania County School (8 recipients)
PCCA Headstart

Pittsylvania County Health Department
Chatham Health and Rehabilitation Center
Paths Community Medical Center (4 recipients)
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Pittsylvania County Community Action Inc. (7 recipients)

North Carolina DENR

Chatham Town Manager

Chatham Treasurer

Mayor of Chatham

Chatham Town Council (6 recipients)

Pittsylvania County Board of Supervisors (8 recipients)

Pittsylvania County Director
Pittsylvania County Deputy Director

Pittsylvania County — County Administrator

Pittsylvania County Industrial Development Authority
Virginia House and Senate District 5 members (2 recipients)

West Piedmont Planning District
Mattaponi Tribe

Pamunkey Tribe
Chickahominy Tribe

Eastern Chickahominy Tribe
Rappahannock Tribe

Upper Mattaponi Tribe
Monacan Indian Nation
Cheroenhaka Tribe
Nottoway of Virginia Tribe
Patawomeck Tribe

DEQ PSD Mailing List (74 recipients) — persons signed up to receive PSD permit notifications

Chatham Rotary Club
Media (7 recipients)
Misc. (Nonprofits, VEJC — 25 recipients)

Postal Mail Notifications

Watson Level Missionary Baptist Church
Whitestone Church

Wilson Memorial Baptist Church
Pittsylvania County Public Library
Union Hall Elementary

Victory Academy

Angel Wings Home Care

Chatham Family Medical Center
Peace Haven Home Care Services
Lighthouse Deliverance Center
Chatham Lions Club

Nansemond Indian Nation

Callands Missionary Baptist Church
Chatham Pentecostal Holiness Church
Chatham Presbyterian Church

Cherrystone Baptist Church

Clark Town Presbyterian Church
Corinth Christian Church

First Community Church

First United Holiness Church

Greater Triumph Baptist Church
Green Pond Baptist Church

Green Rock Gasemane Pentecostal Faith
Church

Gretna Church of God of the Prophecy
Jesus Gospel Church

Life Line Gospel Church

Macedonia Baptist Church

Mill Creek Community Church
Museville Christian Church

New Hope AME Church

£-3
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New Life Apostolic Church

New True Vine Holiness

Oak Ridge Christian Church
Rosebud Baptist Church

Saint Paul Outreach Center

Salem Church of Christ

Samuel Harris memorial Baptist Church
Sheva Church of Christ

Spring Garden Presbyterian Church
Strawberry Primitive Baptist Church
Union Hall Baptist Church

Union Primitive Baptist Church
Mattaponi Tribe

Pamunkey Tribe

Chickahominy Tribe

Easter Chickahominy Tribe
Rappahannock Tribe

Upper Mattaponi Tribe

Nansemond Tribe

Monacan Indian Tribe
Cheroenhaka (Nottoway) Tribe
Nottoway of Virginia Tribe
Patawomeck Tribe

Chatham Baptist Church

Chatham Christian Church
Chatham Pentecostal Holiness Church
Chatham Presbyterian Church
Cherrystone Baptist Church

Clark Town Presbyterian Church
Concord United Methodist Church
Corinth Christian Church
Cornerstone Church of Christ
Emanuel Episcopal Church
Heritage Academy

Hollywood Baptist Church

Leroy Jones Evangelistic Church
Marion Baptist Church

New Bethel Church of the Brethren
Open Bible Baptist Church
Rosebud Baptist Church

Shockoe Baptist Church

Shockoe Missionary Baptist. Church
Watson Memorial United Methodist
The Word Church

Pittsylvania County Community Action Inc.

Pittsylvania Economic Development
Pittsylvania County Public Library
Alternative School

Career & Tech Center

Chatham High School

Chatham Elementary School
Chatham Middle School

Chatham Hall

Hargrave Military Academy

Union Hall Elementary

Pittsylvania County Schools

Victory Academy

Angel Wings Home Care

Chatham Family Medical Center
Chatham Health and Rehabilitation Center
Paths Community Medical Center
Peace Haven Home Care Services
Aglow International

Gods Final Call and Warning Inc.
Chestnut Level Baptist

Lighthouse Deliverance Center
PCCA Headstart

Pittsylvania County Health Department

Virtual Meeting Attended

Pittsylvania County NAACP Meeting
1-5-2021
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